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VoL. VIII APRIL-JUNE, 1899. No. 4. 


“ THE SMALL CITY HOUSE IN NEW YORK. 


ENIMORE COOPER had a great interest in 
architecture, which he exhibits here and there in 
his novels, and especially in the “Notions of the 
Americans” which he wrote in 1825, in the char- 
acter of a European traveler, to enlighten the Old 
World about the New. In the course of his ac- 
count of New York in this work he says: “There 

is a species of second-rate, genteel houses, that abound in 





New York into which I have looked when passing with the utmost 
pleasure. They have, as usual, a story that is half sunk in the earth, 
receiving light from the area, and two floors above. The tenants of 
these are chiefly merchants, or professional men, in moderate cir- 
cumstances, who pay rents of from $300 to $500 a year. You know 
that no American who is at all comfortable in life will share his dwell- 
ing with another. Each has his own roof and his own little yard. 
These buildings are finished, and exceedingly well finished, too, to 
the attics, containing on an average six rooms, besides offices and 
servants’ apartments. The furniture of these houses is often elegant, 
and always neat. Mahogany abounds here, and is commonly used 
for all the principal articles, and very frequently for doors, railings 
of stairs, etc., etc. Indeed, the whole world seems to contribute to 
their luxury.” 

The passage seems worth quoting, for the vivid contrast it brings 
out between the New York of to-day and the New York of three- 
quarters of a century ago. The “second-rate genteel house” described 
by Cooper was not the first type, of course, of the small city house 
on Manhattan Island. There were in Cooper’s time, as he explains, 
still some examples left of the earlier type. In his words: “A few old 
Dutch dwellings yet remain, and can easily be distinguished by their 
little bricks, their gables to the street, and those steps in their bat- 
tlement walls which are said to have been invented in order to ascend 
to regulate the iron weathercocks at every variation of the fickle 
winds.” The description shows that Cooper was unaware that the 
real purpose of the crow-step gable was to enable the wall to be 
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easily and securely coped, though not all the Dutch gables were s 
treated, the brick wall having been in some examples made to pro- 
vide its own coping by an ingenious arrangement of the brick work. 
This was the case with the latest survivor of the Dutch houses of 
Albany, which was demolished only three or four years ago. 

But although the small house of Cooper’s time was not the first, 
it was undoubtedly the most eligible type that had up to its advent 
appeared, or that has appeared yet, upon Manhattan Island, 
If it be no longer eligible, that is because the price of 
iand over all the surface of Manhattan Island, if not throughout the 


NOS. 45 TO 08 CHARLTON STREET. 


whole city of New York, has so appreciated that to make a comfort 
able house within the limits of a basement, two stories and an attic 
would be a piece of extravagance. 

Of these houses we have to say, as Cooper of their Dutch predeces- 
sors, that ‘‘a few yet remain,” and these in the lower part of the town, 


though the type was so completely established half a century ago 
Cc 


that it even extended itself into the suburbs in the form of detached 
houses, for which it is by no means so well fitted as to be built in 
rows, and a sporadic specimen may be seen in what was known when 
it was erected as the village of Yorkville, and is now East Eighty- 
sixth street. A quarter of a century ago these houses were to b« 
seen by whole blocks. Now the march of improvement has pretty 





SMALL CITY HOUSE IN NEW YORK. 350 
well obliterated them. They are gone like the North American bison, 
of which, however, one “herd” is said still to precariously exist on 
the border of Canada. ‘The nearest approach that remains to a 
“herd” of the second-class genteel houses of 1825 may be found 
upon the Trinity property above Canal street and near the North 
River, and survives as precariously as the bison, seeing that the 
houses are built upon a ground rent, and are waiting for their doom 
until the ieases fall in and the corporation covers their sites with 
towering warehouses. Meanwhile it seems to be a pious as well 
as an interesting task to commemorate what is left of them, and 
the best examples for our purpose are two rows, one in Vandam 
street and one in Charlton, between Macdougal and Varick, in 
blocks which not so very long ago were lined with like houses from 
end to end and gave an impression of decorum and refinement for 
which one would search any more modern quarter entirely in vain. 
We are not speaking now of the mansions that surround Washing- 
ton Square, or the scattered reminders of the old glories of St. John’s 
Park and Second avenue, or of what little is left to recall what Bond 
street used to be, or of the mild protest of faded gentility that is still 
entered by an occasional house front in East Broadway against thi 
screeching vulgarity by which it is surrounded. For these relics 


are of more ambitious abodes. ‘hey have three full stories besides 


l 
the basement and the attic. and their frontage ver less th; scien 
the basement and the attic, ana their frontage, never less than twenty 


five feet, extends on occasion to thirty and thirty-five. They arc 
mansions, not “second-rate gentcel houses.” We have nothing t 
do with them, except to remark that the type is the same, and that 
the mansion was for half a century and more merely a more expen- 
sive expansion and elaboration of the small house. 

At every turn, when one is looking backwards through the archi- 
tectural history of New York, he finds fresh occasion to execrate 
the authors of the street system of 1807. The deep lot was one oi 
the dire inventions of those unconscious vandals. In that part of 
the town that was built as it was wanted, and built in time to escape 
their ravages, there can scarcely be said to be an average depth ot 
block, but 150 feet is not an unusual depth. With this decrease oi 
depth, the small owner can command more frontage, and the large 
owner can “buy through” and establish his stable at the rear of his 
house without great extravagance. With this depth also one can still 
build forty feet deep and occupy cnly a little more than half his lot, 
retaining as much space for light and air in the rear as the street 
affords him in front. Forty feet, too, is about the extreme depth at 
which a house, with a moderate height of ceiling, can be thoroughly 
lighted from the ends. Lorty feet is accordingly the standard depth, 
which was scarcely ever exceeded, though often come short of, in 


the houses in question. 
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The plan of these houses was simplicity itself. One enters the 


door at one side. Before him is a vestibule, beyond at one side the 


parlor door. This gives access to two rooms equal in size, except 
when the second is extended across the whole width of the lot. Be- 
tween them is a pair of double doors, often of the mahogany of which 
Cooper speaks, and the passage is narrowed to the width of the door- 
way, gaining an ample china-closet on each side, on one side sur- 
rounding the ample chimney-breast. The two rooms together give 
a decent, almost a liberal space for social gatherings, even in a house 
twenty by forty. What is still better, the whole space is perfectly 
lighted by day. One advantage which the house had over its brown- 
stone front successor was that in general the stairs also were well 
lighted. Instead of rising from the front door straight into vacancy 
and darkness, they start considerably further back, and rise to a 
landing at the rear, lighted with its own special window between the 
stories, from which another flight goes backward to the second floor. 
In the brownstone pattern the space at the rear is occupied by the 
bath-room. That Persian apparatus, the fixed bath-tub, did not 
come in until after the period of which we are speaking, and the 
pioneers before the days of the Croton aqueduct had their compen- 
sation in the light and cheerful landing, which could be made gay 
with flowering plants if the exposure were suitable. The second 
floor contained sometimes two chambers, the one taking up the 
whole width of the house, and sometimes three, the hall bedroom 
taking the width of the staircase. The attic contained three or four 
chambers in addition to the store-room. Cooper’s “six rooms’”’ 
probably excluded these and included only the two parlors, the three 
chambers of the second floor, and the front basement, which was 
almost always the dining-room. ‘The service-door was of course 
under the main entrance, in the “high-stoop” arrangement, which is 
the one architectural bequest of the Dutch that has survived. But 
where the house was of more than twenty feet an alley was arranged 
at the side for service, and the space accruing over it became on the 
parlor floor a practicable “den.” Sometimes the service alley was 
enlarged into a driveway, and the stable relegated to the rear of the 
lot. 

The house thus compendiously described was an eminently 
decent and livable human habitation. The frontage, if it only 
exceptionally rose above twenty feet, almost never fell below it, and 
in that space the accommodations for a small house can be arranged 
with liberality, even with dignity; that is, five small houses can be 
built on four full city lots. But when the value of land narrows the 
frontage of the small house successively to four houses to three lots, 
the “18.9” front, three houses to two lots, the 16.8 front, five houses 
to three lots, liberality and dignity are put out of the question. The 
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plan of the old houses could not be bettered, and the more recent 
“saloon parlor” and square dining-room are a distinct retrogression 
from it. If there were a courageous speculative builder who should 
repeat, on ground suburban enough to be available for the purpose, 
the ‘‘second-rate, genteel house” of the twenties, it would be interest- 
ing to note the result of his experiment. 

The old streets were more like the Bloomsbury quarter of London 
than like any of the recent residential quarters of New York, so far 
as the habitableness of the houses were concerned. But in point of 


NOS. 16 TO 20 VANDAM STREET. 


appearance, the advantage was immensely in favor of the New York 
Bloomsbury. The ‘House in the dark, unlovely street,” celebrated 
in “In Memoriam,” was a Bloomsbury house, situated, as a matter of 
fact, in Gower street, and nobody who has ever visited that thor- 
oughfare will question the accuracy of the description. But the old 
New York streets were neither dark nor unlovely. They were gay 
and positively attractive, by reason of the architectural tradition that 
had grown up among the mechanics. The houses were more than 
decent; they were “elegant.” That adjective cannot be applied to 
the contemporary small houses of Philadelphia or of Boston. They 


. 
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were decent, in the one case with a Quakerish simplicity, in the other 
with a Puritanic bleakness, but they were decidedly not elegant. 
lhe New York small house owed its elegance to the ornament 
which was applied to it, very modestly and very sparingly, but none 
the less effectively. In the first place, the area was protected by a 
well designed railing of wrought iron, continued or varied as the 
hand rail of the stoop, and the posts, if hollow cages can be called so, 
in which these handrails terminated, were elaborated in various de- 
grees of ornateness. These were true examples of artistic handicrait, 
which do great credit to their artificers. Elsewhere the ornament 
was convestional and discreet. Here there were no manuals or prece- 
dents. Originality was compelled and fantasy was permitted. The 
moderation and discretion which were enforced upon the joiner by 
his book of patterns the iron workers had to impose upon themselves. 
It was what would now be called the result of “artistic training,” and 
so it was then, but the training was that of the workshop only. Of the 
many patterns of railing none is repulsive and many are attractive. 
\nd the same thing is equally true of the effloresences in which the 
ironwork was permitted to pullulate in the hollow posts. The do- 
mestic ironwork of three-quarters of a century ago was, in its modest 
way, a triumph of “industrial art.” 

Klsewhere the ornament is that of the joiner. There were very few 
skilled stone-cutters in New York in those days. One suspects that 
the carvers of the City Hall, fifteen or twenty years earlier, must have 
been specially imported, for there does not seem to have been 
enough work found for them elsewhere to keep them busy. The door- 
way was the one feature of the house front upon which ornament was 
lavished. Of the half dozcn or so patterns which it followed only two 
or three were executed in stone. There was the plainly moulded or 
unmoulded arch with a projecting keystone, sometimes single, some- 
times triple, sometimes plain, sometimes rather richly wrought. 
There was the more ambitious arch in which the courses were alter- 
nately plain projecting blocks and sheaves of mouldings, a form 
that has been imitated in a modern house in Madison avenue. There 
is the Doric order in stone, with half columns and a complete entab- 
lature sometimes with a wreath at each end of the frieze and guttae 
under it. The ornamental stonework was always confined to the 
opening of the doorway, and this was filled with the joiner’s work in 
wood and glass. And most commonly, in the second-rate genteel 
house, the opening of the doorway, like that of the windows, was a 
pair of plain brick jambs covered with a lintel, sometimes a 
plain slab, sometimes with a moulding around its edge, and a panel 
at the center rising above the line. The basement wall, plain but 
jor its sharply bevelled joints, the doorway and the lintels comprised 
the stonework. This was commonly in brown stone, but often in 











SMALL CITY HOUSE IN NEW YORK. 


marble, and the more costly material has now paid for itself in its 
better preservation, and in its appearance. For the New York house- 
holder, even when he has taken the best care of his habitation, has 
never been possessed by that fury of cleanliness which has prevailed 





























NO. 34 VARICK STREET. 


in Philadelphia and induced the Philadelphians to keep their marble 


as glaringly white and their brickwork as glaringly red as scrubbing 
and paint would do it. The New Yorker has let his marble take on a 
dingy and mellow tone. 


The joiner’s work in the doorway is the most elaborately orna- 
mental part of the old New York house, and the most attractive. It 
is almost always an order, oftenest Ionic, sometimes Doric, never, I 
think, Corinthian, unless of that embryonic Corinthian in which the 
leaves are incised upon the bell of the capital and not projected. A 
Corinthian capital is indeed so refractory to the woodworker that 
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there is hardly an example of it in our Old Colonial, and the earliest 
example of it in stonework in New York, the portico of St. John’s 
Chapel, was probably the first attempt to exhibit the order, and, if 
the columns had been fluted, it would still remain as about the 
most impressive. The Ionic order, as it was treated in the doorways 
of the old houses, was unfailingly effective, even when the columns 
were plain, in which case they showed a slight and not a dropsical 
entasis, or fluted, in which case they were apt to be straight-sided. 
The detached columns were counterparted by half columns against 
the jambs, and between these was the sash frame of small panes, for 
it was before the period of plate glass, with a wooden leading, so to 
speak, of almost unfailingly graceful shape and arrangement. A like 
sash’ frame filled the door head above the entablature of the order. 
When moulded uprights took the places of the columns this disposi- 
tion was maintained. But the most elaborate treatment of the sash- 
frame occurred, as might be expected, when the doorway was arched 
and the upper sash became a fan-light, and this was often as pretty 
as it was elaborate. The doorway is worth describing in this detail, 
because it was the feature which most definitely put the stamp of ele- 
gance on a building which otherwise would have been merely de- 
cent, like the houses of Bloomsbury, or old Philadelphia, or old Bos- 
ton. But it was by no means the joiner’s only opportunity. The 
others were the detailing of the cornice and of the dormers. The 
former was simply a casing of the gutter, with a board underneath 
against the wall. It was, of course, not monumental, though it 
seems in many instances as well preserved as the more durable ma- 
terial. But it was never offensive. It cannot fairly be said to be an 
imitation of a stone cornice except in the simple mouldingsof the pro- 
jecting member. The board, the frieze of the cornice, is generally 
quite plain, sometimes with a simple bead near the bottom, some- 
times with an egg-and-dart and a row of dentils, at least, in one re- 
maining instance with two rows of leafage very well designed and 
well cut, and giving as much evidence of enjoyed handicraft as the 
order of the front door, or the iron posts of the stoop. Sometimes 
the projection is at a right angle and in this case the soffit may have 
projecting panels studded with guttae. 

The dormers, two in number, are aligned over the piers of the wall. 
and in the treatment of them the joiner took rather more liberties 


than he indulged himself in elsewhere. They were gabled into pedi- 


ments, triangular or round, and the opening itself, usually square- 
headed, was sometimes round-arched and sometimes segment- 
headed. In the latter case the center of the arch is apt to be marked 
by a harmless, unnecessary keywood—harmless because the work- 
man was so habituated to discreet moderation in form and scale that 
even his meaningless additions lost their offensiveness. Behind the 
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dormers rose the roof against which they were relieved at a moder- 
ate slope which, however, with the moderate height of the house, 
left it visible to the gaze from the opposite sidewalk. How much the 
visibility of the roof added to the distinction that the old houses 
derived from their careful detail would scarcely be believed if it were 























NO. 24 ST. MARK’S PLACE. 


not so completely in evidence. In every remaining row of the old 
houses, or adjoining it, there is apt to be one of which the owner 
has converted the attic into a flat roof. Even when the detail, includ- 
ing that of the cornice, has been accurately reproduced from the 


original, the front loses all distinction and is descredited in compari- 


son with its modester neighbors. 

While the old house, small and large, was the most respectable 
and artistic pattern of habitation New York has ever known, it must 
be remembered that it was a pattern arrived at by general consent, 
and that its builders did not do so well when they were put upon 
their own resources. They never arrived, for example at a satisfac- 
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tory treatment of the end, or flank, of a row of houses abutting upon 
the street. While the pattern of the “inside” house was the most eligi- 
ble that perhaps could have been devised, neither in place nor in de- 
sign was it the most eligible for a corner house. Where three sides 
are free a more commodious and impressive interior and a more 
expressive exterior may be attained by a different arrangement, 
by putting the entrance, for example, at the center of 
the longer front. But this the old builders never took thought to do 


but repeated the pattern, leaving the flanking wall quite blank, at 


behbabhasbbdidicbshissii Miiiii 
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NO. 118 EAST BROADWAY. 


least below the gable. For this they had some variety of pattern. 
Sometimes the roof is crowned with a simple gable, sometimes it is 
a gambril, which, with a depth even of forty feet, is more effective, as 
well as more economical. In either case there was commonly one 
window, sometimes flanked by quadrants. But the favorite arrange- 
ment, where there were two chimneys in the wall, was to mask the 
roofs altogether by building a parapet between them at the height 
of the ridge. None of these modes, however, is quite satisfactory. 
In this particular the builders comparatively failed who had _ oth- 
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erwise arrived at so attractive and successful a solution of the prob- 
lem, as it was presented, in the New York of their day, of the small 
citv house. 

The house which succeeded this was much like it in plan, but 
showed a distinct falling off in architecture. The carefully and pret- 
tily wrought bits of decoration were omitted from the front. This 
was the period of the Greek revival, of which, in house-building, the 
north side of Washington square offers the most conspicuous exam- 
ple. In the second-rate house a pair of pilasters and a lintel in brown 


stone framed the doorway in place of the Doric order in white mar- 


NOS. 27 AND 29 EAST 4TH STREET. 


ble of the mansions. The lintels were left plain, worst of all, the roof 
was dropped into invisibility, and the dormers which gave so much 
{ their charm to the old houses replaced by a half story of square or 
oblong openings. The house was as habitable as its predecessor, or 
nearly so. It had simply ceased to be an object of architecture. It 
was decent, but it was bald and dull and absolutely without interest. 
Nobody in passing could have looked into it “with the utmost pleas- 
ure,” or with any pleasure at all. These houses at one time filled a 
great part of the residential quarter, and many more of them than of 
their predecessors remain. They, too, are going, but not to any- 
body’s regret. 

But these were honest structures of brick and stone, and if they 
were not attractive they were not offensive. Would that we could 
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say as much or as little of their successor, which was the brown- 
stone front. Who was the malefactor who first discovered the prac- 
ticability of that scandalous edifice? Brown stone and brick had 
been used together before, and though most of the brown stone 
used in New York was not a very durable or eligible building mate- 
rial, by reason of its tendency to scale off, it was a very available ma- 
terial, by reason of its abundance and of the ease with which it could 
be wrought. It had been emploved in the small houses from the first, 
though perhaps no building had been completely built of it. Every- 
body knows that the City Hall, faced and flanked with marble, was 
backed with brown stone, upon the ground that the northern aspect 
of it was unimportant, since it was at the upper end of the town, and 
that paint now brings the rear into conformity with the rest. Cooper, 
in the same chapter from which we have quoted, demands to know 
why no churches have been built of brownstone, and points out its 
special appropriateness to the Gothic style, but his aspiration was not 
fulfilled for twenty years after he wrote, and then in the building of 
Trinity Church, where the stone, by the way, was very carefully and 
successfully selected. It had been used in sills and lintels and door- 
ways in the earlier houses, and it might have been used more exten- 
sively by way of bondstones, and more elaborately by a greater pro- 
fusion of carving, without doing architectural harm. The architect- 
ural harm was done by the malefactor who discovered that a house of 
brick and brown stone could be constructed, by using the stone not le- 
gitimately to bind the brickwork and span its openings, but to con- 
ceal the brickwork altogether by plastering a veneer of brown stone 
four inches deep upon a brick wall, leaving the actual material to ex- 
pose itself at the rear. Of course it is not practically a good con- 
struction. So far from adding to the strength and carrying capacity 
of the wall, the facing was a burden to it, and to maintain the as- 
sumption that the facing was the wall required the omission of the 
bondstones that would have incorporated it with the wall. Architect- 
urally the whole thing was a false pretence that the material was 
more costly and the house more valuable than in fact it was. It was 
not nor it could not come to good. It was this nefarious structure 
which speedily became epidemic over nearly the whole residential 
quarter of Manhattan Island, which was built up between 1850 and 
1870. For nearly half the width of the island from Fourteenth street 
to Fifty-ninth it raged and prevailed. It became a much less habita- 
ble house than its predecessor. Its disadvantages we all know, for 
we have all lived in it. Most of them proceeded from the fact that 
with the increasing price of land, the frontage was gradually reduced 


below the twenty feet which is the absolute minimum where a pas- 


sage and stairway are to be deducted from the width. I have already 
noted the compensation which the pre-Crotonean had for the want 
of the bathroom that darkens the stairs and the hallways. There was 
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another compensation in the fact that when the stairs extended to a 
landing at the back of the house, even if but forty feet deep, they 
could be set back so as to gain a spacious and dignified vestibule, 
whereas in a brown-stone front the visitor finds himself confronted 
with the stairs as soon as he has passed the double doors. In order 
to make up for the reduced width of the house, its depth was increased, 
and indeed the depth of a dwelling of much pretension occupy- 
ing a full inside lot became three rooms instead of two, thus render- 

















NO. 109 EAST BROADWAY. 


ing the middle third of the house a gloomy cavern. The “high 


stoop’’ was retained in these brown-stone fronts, without any reason 


When the house became three rooms deep, and often when it was but 
two, the rear room on the parlor floor became the dining room. The 
“front basement,’ which had almost invariably been the dining-room 
of the earlier house, thus lost its function. Cooper complains of hav- 
ing to climb the outside steps of the high stoop ina New York house 
much more pretentious than that of which we have quoted his de- 
scription. When the basement dining-room was abolished this trouble 
ceased to have any compensation. But the speculative builder who 
did practically all the brown-stone fronts continued the old arrange- 
ment under the new conditions without taking any more thought 
than the lilies of the field. It was not until after planning was taken 
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out of his hands and put into those of architects that it was discov- 
ered that with the narrowing and deepening of the house the dark 
middle was the most available place for the stairs, or that it was dis- 
covered that the high stoop lost its meaning and use when the front 
basement was no longer the dining-room. One may see the fruit of 
these discoveries in almost every block of the brown-stone district 
in a house which has been converted within the last few years from a 
high stoop to a basement, in which the whole width of the first 


NO. 29 ST. MARK’S PLACE. 


floor is regained for the parlor, and in which the front basement, 
which had become a mere “survival,” has been converted into an 
ample and dignified entrance hall. 

It was not to be expected that the builder who was quite thought- 
less when the question was of practical convenience would be any 
more thoughtful when the question was of architectural expression. 
The whole scheme, as we have seen, was a false pretence, and the 
architecture consisted in additions which had no relation to the fact. 
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The decoration of the old house had consisted in the adornment of 
necessary members. The decoration of the new consisted in the 
addition of unnecessary members. The entrance was, as before, the 
ornate feature. The actual entrance speedily came to consist of two 
pairs of doors enclosing a nearly square vestibule. The outer arch 
was not generally itself modeled, but had mouldings applied to the 
jambs, while it was furnished with a keystone and crowned with a 
pedimen either triangular or curved, sometimes carried upon a pair 
of columns, sometimes upon a pair of consoles. In the more preten- 
tious houses, the Corinthian order came to be employed, but 
wrought out in brown stone the fragility of the leafage and its provis- 
ion of perches for birds became objectionable, and it became cus- 
tomary to surround and protect the capitals with a wire cage. This 
absurd device of course spoiled whatever effect the order otherwise 
might have had on so reduced a scale, but it continued to be em- 
ployed until the end of the brown-stone front period, instead of be- 
ing taken to indicate, as it did indicate, the unsuitableness of the 
Corinthian capital for the purpose. The windows were often pedi- 
mented, and always in houses of any pretensions the lintels and sills 
were moulded and projected and the jambs of the windows also cov- 
ered with projecting mouldings which of course were absolutely 
meaningless. Between the openings the walls were faced with as large 
slabs as could be procured, and the joints narrowed till they were as 
nearly as possible imperceptible, the assumption of the builder ap- 
parently being that the whole brown-stone veneer should seem to be 
a single sheet. In the later works of the brown-stone period, this 
assumption comes so near being made good that in the first floor 
there are no joints visible, great slabs of veneer stretching from open- 
ing to opening and one or two joints that could not be obviated being 
concealed by mouldings tacked on, so to speak, as in unconstructural 
woodwork. There is really no intimation of a masonic structure al 
lowed to escape. Evidently this is the negation of architecture as 
an expression of construction. On the one hand the facts of the case 
are carefully concealed. On the other the supposed ornaments have 
nothing to do with the facts. 

But this is not all, nor perhaps the worst. With the disappearance 
of the roof and the backward slope of the flat roof to a gutter at the 


rear, the gutter at the front disappeared and with it the necessity for 


a cornice either to constitute or to enclose and support the gutter. 
It became merely a coping. But the necessity for a cornice as “‘fin- 
ish” remained, at least in the mind of the speculative builder. A real 
stone cornice costs money, and was out of the question, except in 
the costliest houses. An imitation in wood was troublesome and 
perishable. It was at this juncture that it occurred to the diabolical 
ingenuity of somebody that sheet iron could be pounded into the 
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similitude of a moulded stone cornice, supported upon brackets and 
consoles, and could be tacked across a front all in one piece. Who- 
ever this miscreant may have been, he produced his nefarious inven- 
tion early in the brown-stone period, and he is almost as deserving of 
execration as the original malefactor who produced the brown-stone 
front itself. The projection of a stone cornice is limited by mechan- 
ical as well as by pecuniary considerations. The projection of a sheet- 
metal cornice painted and sanded to imitate stone is not so limited. 
Accordingly the sheet-metal cornice took on extravagant dimen- 
sions soon after its introduction. It did not, it is true, go to those 
outrageous and umbrageous lengths to which it has since been car- 


NO. 238 EAST 51ST STREET. 


ried in the erections over tenement houses and cheap apartment 


houses. It constitutes the greatest architectural scandal of New 
York, in so much as nothing could so tend to bring the aspect of the 
town back to decency as the appointment of a judicious iconoclast 
with power to tear off all the tin cornices. But it was excessive from 
the first, and its extravagance reacted upon the stone work and was 
probably the origin of the excess in scale which gives the detail of the 
brownstone fronts that bloated look which is their chief offensive- 
ness. 

What happened at the top happened at the bottom. The ironwork 
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of the earlier houses, as we have seen, was one of the chief causes of 
their attractiveness. It was really artistic and enjoyed handicraft. 
In the early mansions of the brown-stone period, there were substi- 
tuted for the open posts and the carefully-wrought iron railing, 
heavy posts and balustrades of cut stone. In the “second-rate” 
houses, no longer “genteel,” the speculative builder substituted huge 
cylinders or polygons of cast iron and hand rails and balusters of the 
samme material, all painted and sanded to resemble stone— 


As if his whole vocation 
Were endless imitation. 


The ordinary brown-stone front was thus a series of pretentious 


shams, and with these shams miles of the streets of New York were 
and are composed. To live in and among them, to become inured to 
them, was to suffer a depravation of taste the more pitiable for being 
unconscious. The brown-stone front was enough to vulgarize a 
whole population, and in our case it came near succeeding. 

One merit, or, if one cannot ascribe merit to the result of a refusal 
to think, one advantage the brown-stone front had, and that was its 
conformity, its virtual uniformity. True, it was this repetition which 
made and makes a mile of it so dismal. But to a single block it 
gives a unity and keeping which its predecessor attained by more 
rational and artistic means, but which its successors have not at- 
tained at all. When the fashion, which is not yet twenty years old, 
came in of employing architects to design private houses, each for 
its owner, the architect was commonly content to make his own work 
effective by contrast with, and at the expense of, its neighbors. His 
work had to be very good indeed to reconcile the spectator to the 
interruption it gave to a row of houses which would otherwise have 
been at least a series and had the magnifying and satisfying aspect 
which a long enough series of similar buildings always wears, until 
one comes to look at them in detail. The thing for an artistic archi- 
tect to do who had to fill a gap in a row of brown-stone fronts would 
have been, one would say, to see what could be done with the brown- 
stone front, to insert a front which did not contradict its surround- 
ings nor assert itself at their expense, but deferred to them and con- 
formed to them as far as it could do without stultifying itself. I know 
of but one architect in New York who has had so much grace given 
to him, and who has exercised the supervision of an aedile over him- 
self and set an example of civism and good neighborhood. That is the 
architect, whoever he may be, of No. 25 East 74th street, to whom I 
accordingly beg to present my respectful compliments. He has insert- 
ed a studied and refined brown-stone front in a row of unstudied 
and coarse brown-stone fronts, but without putting any unnecessary 
indignities upon them. In material and in the main lines of the cornice 
line and the stoop line he carefully conforms to them. He substitutes 
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NO. 20 EAST 74TH STREET. 


a substantial and convenient flight of stone steps for the straight 
fight garnished with imitations in cast iron of an ugly construction in 
stone. He reduces his cornice to the dimensions proper to the stone 
of which it is composed and he scales down the detail elsewhere from 
the coarse excess to which it had been carried to live up to a swollen 
tin cornice. He adds in the bay a feature which gives interest to his 
front. But all this he does while still conforming to the “block,” and 
showing that something can be done with the brown-stone front. It 


is a very exemplary performance, a public service, and our gratitude 
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for it makes us willing to overlook the unreasonableness and weak- 
ness of the Italian arched canopy over the entrance standing free on 
its pair of columns and without any abutment, an unconstructural 
construction of which he is so enamored that he has repeated it in 
the story above with even less excuse. Nobody can look at this 
front, one would say, without acknowledging how very much better 
it is in its place and for its purpose than as good a front, or even a bet- 


t 


ter one, in which the architect had ignored his surroundings. It is a 
very good objeci-lesson in the advantages of conformity. 

These advantages by no means impressed themselves upon the 
pioneers in the building of the belated West Side. Here for the first 
time in nearly half a century there seemed to be offered an opportu- 
lity for a quarter of small houses. So much land was at once thrown 
open to settlement by the completion of the elevated railroad that its 
price was low enough to encourage speculative builders to provide 
for the wants of people of moderate means, people who could not 
pay more than twice the “$300 or $500” rent which their predecessors 
paid in Cooper’s time, nor more than $15,000, let us put it, for the fee 
simple of a house. For these people no provision at all had been 
made during the brown-stone period. It then became true, as a re- 
cent British visitor has said, that “if you are going to live in New 
York, it is well first to take the precaution of being a millionaire.” 
People who could not pay a minimum of a thousand a year were 
driven to New Jersey, to the uttermost parts of Brooklyn, and toward 
the close of the brownstone period began to take refuge in flats. The 
social philosopher and the Philadelphian agree that it is good for a 
citizen to live in his own house, and the West Side seemed to offer 


the small New Yorker his chance. Speculative builders presently 


ffered him some miles of houses suited to his means, and it seemed 
that he could afford at last to inhabit an undivided house on Manhat- 
tan Island. If he had only been an “artisan,” probably more pains 
would have been taken in the planning of his house. Being left to 
supply and demand, he fell among the speculative builder, who, not 
being trained to take thought, but only to do what he was used to 
doing, and not choosing to go to the expense of a trained architect, 
undertook to supply the demand by imposing his own “ideas” on his 
own cheap draughtsmen. The front was narrowed from twenty feet 
to seventeen, or even less, and the depth somewhat increased, the 
house still consisting of four flours. It could not have been made so 
convenient as the old “second-rate, genteel house,” but it could have 
been made much more convenient than in the first essays it was, 
as has since been shown when architects came to be employed to 
design the small houses. In architecture these first essays were fright- 
ful. They were particularly frightful because the speculative builder 
took it into his head that whereas what he was accustomed to do 
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was monotony, what the public now demanded was variety. His 
own incapacity for design remaining the same, his effort after variety 
produced the wildest of wild work. Thence came those rows of va- 
riegated and individualized sixteen-foot fronts of which an eminent 
architect declared that “they made him sea-sick.” They had all the 
shams and vices of the brown-stone rows, the bloated tin cornice and 
the rest, and their “variety” gave them a clamoring restlessness all 
their own. Our street architecture nowhere presents a worse aspect 
than in these productions of an incompetent designer working un- 
der the purpose of a real or imagined demand for novelty and vari- 
ety. Perhaps in no other is it so bad. Such a block-front as the 
south side of West Seventy-fifth street, from West End avenue to 
the Boulevard, is an atrocity compared to which a row of merely dull 
and dismal brown-stone fronts takes on repose and dignity. Not that 
the features of this bad architecture are necessarily bad in themselves. 
Some of them, such as the archway spanning the whole front, and the 
loggia, were crude suggestions of good things. Bu. in the hands of 


the speculative builder’s draughtsman, they remained hopelessly 


crude and unstudied. It was only when the speculative builder found 
himself forced to employ real architects that they were studied and 
became really decorative appendages, or rather organic parts of the 
house. But unfortunately when that time arrived, ground, even upon 
the West Side, had become too valuable to be devoted to small 
houses. The small four-story houses with which the improvement 
of the West Side began were about the equivalents in accommodation 
of the old small house of a sunk basement, two stories, and an attic in 
the roof, though the accommodations could not be so conveniently 
arranged when the house became narrower and deeper. To make a 
liberal and dignified entrance required the sacrifice of one of the best 
rooms. The houses that now characterize the West Side are without 
doubt the most interesting examples of domestic architecture that 
New York has to show. A few of them are worth illustration here 
for the sake of their architectural merit, though they do not really 
belong to our subject, being evidently the abodes of people more than 
fairly well to do, even when they stop short of the palatial point. The 
expression of ‘‘a comfortable bourgeoisie” which nearly all of them 
have is often heightened into the expression of something more art- 
istic. The designers have aimed to make a house that at once satis- 
fies and expresses the needs and habits of their occupants. They have 
done this without much thought for purity of style, and indeed the 
best of the houses are apt to be the hardest to classify. The 
group of three houses at Seventy-seventh street and Riverside Drive, 
the single house with the rectangular projecting bay in West Sev- 
enty-third street near the drive, and the detached house in West 
Seventy-sixth street near the one with the steeply hooded loggia, are 
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equally unaffected and straightforward expressions of the conditions 
of New York life, whether or not they wear the badges of some his- 
torical style. They mark as distinct an advance from the brown- 
stone front as that marked a distinct retrogression from the still 
“Colonial” house of the second decade. The features which are re- 
pulsive as they were crudely sketched by the speculative builder’s as- 
sistant have been studied and overruled into decorum and sometimes 
into beauty. And the designers have had a very gratifying measure 
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NOS. 327 AND 329 WEST 76TH STREET. 


of success with the difficult problem of individualizing the houses in 
a row without too much sacrifice of the uniformity of the row. In 
this respect Nos. 323-331 West Seventy-sixth are particularly inter- 
esting. Too strong a differentiation is made by using red brick en- 
tirely for the central house, while the flanking houses are of brown 
stone with some admixture of brickwork. But the differentiation is 
mainly managed by the difference in the position and treatment of 
the loggia. Perhaps the loggia is more theoretically than practically 
a desirable adjunct of a city house. For while it would be as useful 
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as it is agreeable in a house that was lived in all the year, it is evident 
that the inhabitants of houses of this class abandon them at the sea- 
son when the loggia would be a pleasant resort. But of the utility of 
it as an architectural device, as it is used here, there can be no manner 
of question. 

But by no means all the careful design in the newer quarters is lav- 
ished upon houses too costly to come within our scope, nor are ar- 
tistic small houses confined to the West Side. In East Eighty-seventh 
street beyond Second avenue there is a row of unpretending small 
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NOS. 323 TO 331 WEST 76TH STREET. 


houses, nay, there are two rows confronting each other across the 
street which are in no danger of vitiating the taste of those who live 
in them by inducing tolerance of what ought to be intolerable. There 
are other rows in the upper sixties, extending from Third avenue to 
Second. One of the most interesting essays in the individualiz- 
ing of small houses while maintaining a certain unity for the collec- 
tion has been made in a group of eleven houses at the corner of Lex- 
ington avenue and Eighty-ninth street, upon a plot 140x100 or 
thereabouts. And luckily, upon the West Side itself, builders were 
compelled to invoke the aid of competent architects before they had 
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NOS. 219 AND 221 WEST 138TH STREET. 


all determined that the land was too valuable for small houses. The 
most extensive building operation that has been carried out upon the 
West Side is the construction of the “King houses,” that occupy 
138th and 139th streets from Seventh to Eighth avenues, and these 
come strictly within our scope. The undertaking was on a scale 


which of course was the more economical by reason of its hugeness, 


and evidently a builder who can finance a project of this magnitude 
can afford easier terms to buyers and tenants than a builder whose re- 
sources are limited to half a dozen dwellings at a time. One of the 
exhibitions of intelligence in the construction of these houses was the 
employment of three architects of the first rank to compete with each 
other, not on paper, but in actual brick and mortar. The experiment 
is so successful that one would like to have it again and again re- 
peated, not merely for the sake of having something entertaining to 
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look at, which it must be owned one finds on the West Side in as full 
a measure as in any other American city, perhaps in a measure even 
fuller, but as a friend of humanity. Indeed it is so successful that one 
wishes for a benevolent aedile who should ordain that all the houses 
of a block front must make up one design and come from one de- 
signer. In this way the one partly redeeming feature of the brown- 
stone period, the uniformity of a single block front, would be retained 
and the additional advantage gained of detail that was interesting as 
well as of an ensemble that was impressive, while the different views 
































NOS. 214 AND 216 WEST 13STH STREET. 


that different architects took of their problems would ensure them 
against monotony. 


The works of the three architects employed in this case show quite 
sufficient variety. The south side of 138th street is lined with houses 
in pressed red brick and brown stone, treated with a studied plainness 
with little more decoration than the flat arches of the openings. The 
north side of 139th street is lined with houses in brown stone and 
mottled brown brick, with cornices of metal imitating modillioned 
cornices in stone. The intervening block is built in buff brick and 
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NOS. 217 AND 219 WEST 139TH STREET. 


white terra cotta. The houses are all, one hears, eminently livable, 
and whatever the differences of architectural treatment, they all look 
so. These differences are considerable. It may be said in general 
that the authors of the southernmost and northernmost rows have 
apparently built for tenants who, Quaker like, were 

Content to dwell in decencies forever. 

Decorum they have in fact and without question attained. These 
are ‘‘second-rate, genteel houses,” in which nobody will be ashamed 
to be caught dwelling. Mere decorum is a considerable achievement, 
as our street architecture goes. And indeed, if one misses the prim, 
grave ornament sparingly bestowed upon the old houses, he finds 
compensation in the composition of a row of houses into an archi- 
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tectural unity at which the old builders never aimed, and which is 
here attempted with success. It has attained especial success in the 
row on 139th street, in spite of the fact that the dark brown stone and 
the dark mottled brick and the black cornices have a somewhat lugu- 
brious aspect. But the features, the plain round pediments, the open 
vestibules that punctuate the row at judicious intervals, and the ar- 
rangement of the windows, all these things have been so managed 
and treated as to make of the block front an architectural unity, while 
the individual houses are yet quite clearly enough distinguishable. 
The third designer, who had, in the treatment of a whole block, an 
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NO. 2383 WEST 139TH STREET. 


ampler opportunity even than that of a block front, has availed him- 
self of it very judiciously in respect of planning, has cut the Gordian 
knot of house service by reverting to an alley through the block, with 
transverse alleys, and has contrived an agreeable feature at the inter- 
section of the alleys. But he has not been as content as his col- 
leagues that his tenants should dwell in mere decencies, and has 
striven to mingle some “dulce” with “decorum.” The most conspic- 


uous of the features with which he has endeavored to dulcify his ex- 


teriors is the Renaissance triple window, in which an arch is turned 
over the central opening. This is always an effective feature, when it 
is well done, and here it is very well done in detail, with Doric col- 
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umns and much enrichment of the entablature. The arch, however, 
is here left a blind tympanum filled with ornament, and is neither so 
intelligible nor so effective as when it is opened and glazed. Never- 
theless the feature is effective and decorative when it occurs in the 
center of the side wall. When the central opening is set alone in a wall, 
with its tympanum crowning it by way of an evidently constructed 
ornament, the effect is by no means so good. Though the detail is 
all good in itself, and adds a grace to the points to which it is applied, 
it leaves the question open whether this ornate treatment is more eli- 
gible than that of the block front to the north, in which ornament is 
almost entirely renounced. But all these essays are successful in 
producing decorous and attractive houses. Numerous as they are, 
however, they have supplied but a small fraction of the demand that 
exists for such dwellings. The projector was a public benefactor, 


and if he had seen his way to covering the whole flat from Morning- 


side to the Harlem River with like houses, he would have been a pub- 
lic benefactor of the very first order. 

At about the same time when these houses were erected there were 
also erected the row of small houses at the corner of West End ave- 
nue and Eighty-third street, which are really models of the ‘‘second- 
rate, genteel houses” of the end of the century, as those that are so 
rapidly undergoing extinction on the domain of Trinity are of its first 
quarter. These revert to a tradition even earlier that that of the old 
New York house, being no less than the Dutch house of New Am- 
sterdam, of which the gable was furnished with the crow-steps that 
Cooper so widely misunderstood. It is, in fact, only in the crow- 
stepped gables that these houses recall the first permanent abodes of 
white men on Manhattan Island, but the gables and the crow-steps 
give a very familiar and attractive touch to the architecture. One 
wishes that the author of them might have had a whole block front 
to himself, since he has contrived to gain so much of effect with a 
row of only five houses of twenty feet frontage, or less, and of four 
stories including the roof. The general composition and the detail of 
these houses are almost equally successful. It was a happy thought 
that alternated the gables of the longer front with the houses that ex- 
hibit the roof to the ridge line, converting the upper story into an open 
loggia of which the roof is carried upon two unmistakably wooden 
posts, even though the corbels that seem to relieve the bearing of 
the beams upon these posts are devices that, as they are here intro- 
duced, belong distinctly to stonework and are irrelevant to the timber 
oi whiclr they are in fact composed. It was a still happier thought to 
terminate the longitudinal ridge against a crow-stepped gable which 
is not at the end, but emerges from the roof of the end house at some 
distance short of the end wall. The manner in which this gable is 
made to emerge from the open loggia at the end, and in which that 
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loggia, crowned at the angle with its own steep and separate hood, 


is yet incorporated in the design is an admirable and exemplary piece 
of carefully studied composition. Nor is the detail upon the whole 
less admirable. The main story with its arches, extravagantly 


deep, it is true, is very effective throughout, but especially at the end, 
where the terminal windows effectively balance each other, and where 
the two central openings of which one is a doorway and the other a 
window, are so happily united by the one column of polished marble 
which would anywhere else be a “purple patch,” an extravagance 
incongruous with the general treatment, but which is here prettily and 


SOUTHWEST CORNER OF WEST END AVENUE AND 83D STREET. 


even exquisitely in place and keeping. It is true that the flat arches 
of the story above are shallowed to the point of weakness. You 
really cannot bridge a three-foot opening with a flat arch one-half a 
brick deep, and one notes, not without satisfaction, that the laws of 
mechanics have already imposed the penalty for this infraction of 
them, that the whirligig of a single decade or so has brought in its 
revenges, and that the arches have visibly failed under the impossible 
task imposed upon them. The extreme shallowness of the flat arches 
looks all the weaker by reason of the extravagant depth allowed 
to the Florentine arches of the floor below, which would evidently be 
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excessive if the flat arches of the second story were sufficient, as they 
evidently are not. This is a fault in architecture as well as in con- 
struction, but it would be unjust to make much of it in a design gen- 
erally so successful, and carried into detail with such affectionate 
care. One of the best points of these excellent houses is the introduc- 
tion of two tints and surfaces of brickwork, the contrast of the smooth 
red pressed brick of the jambs and quoins and the alternate bunches 











. 814 TO 322 WEST 76TH STREET. 


of brick in the windows with the dark and rough surface of the wall. 
The contrast just suffices to give animation to the buildings without 
interfering with their repose. This row is one of the recent erections 
that can sustain a comparison, in point of simplicity and straightfor- 
wardness, with the old small houses, which are virtually of the same 
dimensions. If it lacks their elegance in detail, it has the compensa- 
tion that what ornament it does show is much more accurately 
“founded on fact,” and it shows a power of composition, and of unit- 
ing the members of a “row” into an architectural unity which was so 
far beyond the mechanics of 1820 that they never even made any at- 
tempts in that direction. 

There is another row of five small houses on the south side of West 
Seventy-sixth street (Nos. 314-322) which seems to me especially 
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exemplary. These are really small houses, of only seventeen feet 
frontage each, and consisting of a basement, a parlor floor, and two 
subordinate stories above. The row shows the same effort to obtain 
variety in unity which we were remarking in the row nearly opposite 
(Nos. 323-31) of taller and more pretentious houses, where it was at- 
tained by making the loggias to differ among themselves in position 
and treatment. In the present case, the attainment of unity was es- 
pecially difficult by reason of the rather sharp slope of the street. 
This makes an awkward break in the cornice which one wishes 
might have been avoided. A visible roof would have made the row 
in this respect much more attractive. And the attainment of unity is 
obstructed by the real or fancied necessity, when the houses were 
built, of giving the purchaser a choice of “basement” or “high 
stoop.” But this difference has enabled the designer to vary his 
fronts effectively without giving the fatal suspicion of a disposition 

enforced for the mere sake of variety. The feature of each front is 
a triple opening marked by columns. In the central house this is a 
three-sided oriel. In each end house it is a rounded oriel, while in 
the intermediate houses there is no projection but the columns are 
ranged against the wall. The difference in the levels of the floors, 
according to the arrangement of basement, brings the little colon- 
nades also on different levels. The basements themselves are of 
brown stone, left much too rude for the real elegance of the wail 
above, and indeed showing so little design in detail that one suspects 
that she designer of the terra cotta was the real artist concerned in the 
transaction. However that may be, the work in baked clay is highly 
artistic, well designed in form and projection, well adjusted in scale, 
and it has a singular charm of color almost unequaled elsewhere. 
The brickwork is in different tones of rich yellow, while the terra 
cotta varies from tawny red to golden. The result is a delightful 
expanse of studied form and playing color, as superior to our old 
friends of 1825 as they are superior to the tame work of the builders 
of the brown-stone fronts or to the wild work of the speculative 
builder’s draughtsman. Above, the feature of the front is in each case 
a series of flat arches in terra cotta shouldered on corbels of the same 
material, all equally successful in design and equally lucky in color. 
So much cannot be said of the copper cornice above, any more than 
of the stonework below. Copper cornices are very frequent on the 
West Side. Unlike the sheet-metal cornices of the brown-stone 
fronts, the material is not disguised, but is left to attain its patina of a 
creen old age. Unfortunately, however, its form is still that of 
stonework, a modillioned cornice, as in the present case, or a machi- 
colation, as in some other cases. Neither of these designs could have 
been evolved from the material, and neither is expressive of it or 
suitable to it. Indeed, I know of but one metal cornice in New York 





SMALL CITY HOUSE IN NEW YORK. 


which is idiomatically designed for its material, and that surmounts 
the front of a fire engine house in Third street. 

So the fault is not in our stars, but in ourselves, that we are under- 
lings. It is not that our architects cannot make as attractive small 


houses as were made by the mechanics of two generations ago. In 


fact, they can make more attractive small houses. The examples we 
have just been citing prove that conclusively enough to anybody 
who wili disinterestedly compare the two. But the old small house 
was the common typical New York house of its kind. The new 
house, in so far as it is artistic and attractive, is exceptional. Al- 
though the old houses are so rapidly going, there are probably as 
many of them still standing, perhaps more, than there are of modern 
small houses which are better or as good in point of sound construc- 
tion, thoughtful planning and artistic design. If the common small 
householder had demanded an artistic house, he would have got it. 
In so far as he demanded it one may say that he did get it. The specu- 
lative builder used cheap and untutored draughtsmen only so long 
as his client would stand their output. When his client declined to 
stand it any longer the speculative builder resorted to designers who 
thought about what they were doing and who had to be supported 
while they were thinking about it. And observe that the public, the 
promiscuous public, never demands better than that with which it is 
supplied, because its taste is formed only on what it sees. The first 
builder who employed an artistic architect to do him small houses on 
the West Side put a pressure upon all other builders to go and do 
likewise. The block front upon Seventy-fifth street which we have 
exhibited as the nadir of the small house in New York is not 
worse than some other block fronts. But it was made impossible as 
soon as a block front of a distinctly higher order was built. In these 
things it is the supply which creates the demand. That is why the 
wayfaring investor has got a perception of domestic architecture, 
iron: what has been done on the West Side, which makes very crude 
ind very reckless work an offense to him, and that the West Side has 
come to be a quarter full of entertainment to noticing people. 
Unfortunately this quarter, which, when it was first opened to set- 
tlement, secmed to offer to our friend the small householder the op- 
portunity he long had sought, seems now to be closed against him, 
like all the other quarters. It is areal grievance. An American of de- 
cent education and of average “earning capacity” deems it part of 
his birthright to look forward to owning as good a house as he de- 
serves. Mr. Kipling says, in one of his American letters: “Every 
good American wants a home, a pretty house and a little piece of 
land of his very own; and every other good American seems to get 
it.’ He can get it, that is to say, in any other American city than 
New York. But it seems that on Manhattan Island he can no more 
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get it than he could get it thirty years ago. If he cannot afford to 
pay a minimum of $1,000 for rent, there is nothing for him but a flat. 
When scanty and partial provision is made for his needs, he takes 
such eager advantage of it as shows the strength and urgency of the 
demand. When artistic houses are supplied to him he promptly 
shows his appreciation of them. Surely there is land enough within 
the present municipal limits upon which builders can afford to meet 
this constant and unfailing demand. ‘The enlightened builder who 


undertakes it may derive from this review suggestions which will 
help him to be a benefactor of the species, and in that hope it is to 


him that it is respectfully dedicated. 
Montgomery Schuyler. 





ARCHITECTURE AT SOUTH KENSINGTON MUSEUM.* 


OSSIBLY at no other museum in the world is 
there so large a collection of architectural ex- 
amples, originals and casts, as at the South Ken- 
sington, and at the same time there are probably 
few which are more unscientifically arranged ; 
where it is more difficult for the student to seize 
upon the salient points of any special exhibit, to 

grasp its effect in its original position and its true place inthe sequence 
of styles. In the arrangement everything is sacrificed to the making 
of an artistic show ; to elevate the public, as it is pretended; to please 
and amuse in fact. Two large courts, known as the Architectural 
Courts, and another, known as the Italian Court, are full of beau- 
tiful architectural examples, while others are scattered here and there 
over the whole of the rambling ground floor of the building. Where 
there are many examples they are utterly overcrowded, and the others 
are difficult to find, while such arrangement as there is, besides that 
which produces pleasing combinations of form and color, is that of 
division into the countries in which the objects have been found 
There is no attempt at chronological sequence, either as a main idea 
or asa subdivision within that of the countries. To add to the con- 
fusion there is no proper guide-book published, so that it has become 
a necessity, both for the use of the architectural student and for the 
casual visitor besides, that a short account of the architectural ex- 


hibits should be written, treating them in their proper chronological 


sequence, and drawing from them some of those lessons which they 
are able to teach; and if such an account is to appear first in an 
American journal it has to be written not only to assist those who 
will eventually visit the museum, but also to inform those others 
who are prevented from so doing by the long distance which they are 
away, of what, of an architectural nature, our great English Art 
Museum consists. 

Of examples of Egyptian and Grecian art there are none accessible 
to the general public save a series of casts and a model of the 
Parthenon at Athens, completed according to the supposition of the 
creat English archaec logist, Fergusson. It is to the British Museum 
that one must go for these—to that most wonderful and well-dis- 
played collection where the student revels and the casual visitor 
yawns. For the use of the students of the South Kensington Art 
School, however,there is an almost complete series of casts from 

* It is, perhaps, necessary in fairness to Mr. Middleton to say that this article was 
written for the Architectural Record some time ago, but publication was unavoidably 
delayed. In the meantime some changes may have been made in the Museum.—KEditor 
Architectural Record. 
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originals in the British Museum, tantalizingly placed,in a high gal- 
lery, within the sight of, but inaccessible to, those who have not the 
full privileges of students. As casts, these are good, but it is wonder- 
ful to one who knows the originals well how greatly their value has 
decreased in the process of reproduction. Everything is there, cer- 
tainly, but the extreme subtlety upon which the beauty of Grecian 
work so largely depends has been lost. What is left is the form, of 
great refinement still, but yet with the full soul of the artist lacking. 
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Roman Column with Renaissance Pilasters Behind It. 


It would scarcely be necessary to mention this, these casts of 
Grecian architectural fragments thus rather forming a private than 
a public collection, were it not that in considering the many other 
plaster casts in the public Museum itself it might otherwise be for- 
gotten that something of the spirit of the original designer is neces- 
sarily absent—less or more according as the work has depended upon 
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force or upon subtlety for its charm—the general massing of heav- 
ily contrasting light and shade being affected to a much smaller ex- 
tent than delicate curves and highly finished outlines. 

Of actual Roman work there is one example—it is a notable thing 
that there is so much. It is a marble column, kept in a glass case, 
and prominently placed facing the passageway through the Italian 
Court. It stands about 6 feet high, and has been placed upon a ped- 
estal. Rising from a base of acanthus leaves, it spreads outwards as 
it rises, thus tapering the reverse way to that which is usual, and so 
giving no impression of having been used constructionally for weight 
carrying. The shaft is sculptured, first with a deep band of ivy 
leaves, treated in a natural manner, then with a narrow band of what 
is called by architects the “honeysuckle” ornament (in reality a de- 
velopment of the palm tree of Assyria), this being treated alternately 
with its leaves upwards and downwards, then with a broad band rep- 
resenting closely-folded cloth or linen, and then with ivy leaves 
again, this time conventionally treated, and with berries introduced. 

From this description it will be understood that it is much more 
elaborate than would be anything of the same character in Grecian 
or even in the earlier and more austere Roman times, and, although 
its date is unknown, it may safely be ascribed to the later, degraded 
days of the I:mpire, when all the desire of the wealthy classes—it 
might almost be said of all classes—of the people was for richness 
and magnificence, their sense of the beauty of simplicity being dulled 
if not obliterated. This supposition is still further borne out by con- 
sideration of the form of the ornamentation. In the place of the 
crisp Outline and clean cutting of Grecian ornament, often as precise 
in the hardest marble as if it had been executed in soap or cheese, 
there is a general roundness; the outlines are curved and the sur- 


faces are wavy. 


The same characteristics are to be seen in some casts in the Archi- 


tectural Court, of a candelabrum, of which the original is in the 
Louvre, and of a curious jumble of odd fragments pieced together 
by a French architect, and also in the Louvre. In the Great Ro 
man cast, however, they are less noticeable, for Trajan’s Column 
consists almost entirely of a corkscrew continuous band of sculpture 
from base to summit, representing scenes in Vrajan’s life. The full- 
sized cast of this huge column, being too high to be put up in one 
piece within the building, has been erected in two halves, side by 
side; and then it is only just got in. The sculptures have man: 
times been compared, and favorably, with those upon the frieze of 
the Parthenon at Athens, and certainly the best of these are excellent 
and equal to scime of those at Athens which are of inferior workman- 
ship. More than this, however, cannot properly be said, for the best 
work of the Pan-Athenian frieze is simply beyond competition with 


anything of the kind elsewhere. 
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In the other Architectural Court, hung in a small glass case 
against the wall, and in a position where it is rarely noticed, is one 
of the very few records which remain to us of that Etruscan archi- 
tecture which preceded the Roman, dating back to the third or sec- 


ond century B. C. to a time when the true spirit of Grecian art was 












































Roman Candelabrum (from the Louvre). The Three Graces, 


Renaissance, in the Foreground. 
yet alive in that neighboring countrv. It is only an antefix—an 
a building for the roof 
tiles to butt up against, and this is a_ casting: only from 
a matrix found near Orvietto; but it 


ornament erected on the eaves of 


may be considered 


as being an original for all art purposes, the matrix having been 
made for the purpose of having the antefix cast from it, as this has 
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been after a lapse of two thousand years or more. It consists of a 
life-size and beautiful female head, in which the classic and _ the 
Northern types of features are combined, set in a high and almost a 
full relief in a deep circular recess, with an aureole of simple thistle 
leaves, which, suggested rather than modelled in full detail, set off the 
beautiful outline and perfect finish of the head to absolute perfection. 


Etruscan Antefix. Cast in Unbroken Clay from a Terra-Cotta Mould 
found near Orvietto, Italy. Date, 2d or 3d Century B. C. 


If, however, the Museum contains but few examples of the purely 
classic work of Greece and Rome, it is still worse off with respect to 
the Romanesque—that style which arose out of the Roman after the 


seat of the Empire was changed from Rome to Constantinople. 


There is, in fact, nothing Byzantine at all in the Museum, in the true 
sense of the word—nothing, that is, from the extreme southeast 
of Europe or from Asia Minor, dating to the early centuries of the 
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Christian era, nor even from the earliest and purest examples of the 
stvle in Italy, the Church of St. Vitale, at Ravenna. Of St. Mark’s, 
at Venice, there is a tiny fragment, a portion of a twisted column, 
less than a foot in length and a few inches in diameter, inlaid with 
gold and glass mosaic in small triangular blocks; while close to this, 
in one corner of the Italian Court, are several small samples of simi- 
lar mosaic work, inlaid in stone pavements and steps, all of about the 
thirteenth century, and all geometric in design—oj that class of work 
which is known as Opus Alexandrinum. 

More truly Byzantine in character are four wooden columns hid- 
den away in an exceedingly dark annex to the Italian Court. They 
originally stood upon the backs of coarsely carved lions as bases, two 
of which still remain, but the caps are strictly Byzantine in having 
four plane inclined faces, on which the ornamentation is incised, this 
ornament being composed partly of debased acanthus foliage and 
honeysuckle ornament—relics of the classic art from which they 
were devised—and partly of archaic figures and natural leaves and 
foliage. They are described as being South Italian, probably of the 
thirteenth century, and originally formed the supports of an organ. 

A small timber altar front, of the same district and date, shows oc- 
tagonal columns, having simple leaf capitals and bases which cer- 
tainly suggest the fifteenth rather than the thirteenth century; while 
a pair of lion bases, in marble, flank the entrance to the Italian Court 

coarsely modelled, ugly things—which are dated back as far as 
the eleventh century. 

The consideration of these lions, used as bases, leads one naturally 
to the Moorish work of Spain, which, with all its eccentricities, can 
still trace its origin to Byzantium, and, through Byzantium, to Rome 
and Greece. Constructionally weak, artistically perfect in color and 
in form, and in suitability to the climate of the country where it flour- 
ished, there are many examples of it at South Kensington, one of 
which clearly tells of its classic origin. It is a complete arch with 
wall over, from the nave arcade of the Jewish Svnagogue at Toledo, 
known as Sta. Maria de la Blanca, which was erected in the four- 
teenth century, and consecrated as a Christian Church a hundred 
vears later. The columns are octagonal, but the capitals, while or- 
namented with incised carving of Byzantine character, have pro- 
jecting voluted (or curled) leaves, reminding one much of the acan- 


thus leaves and white scrolls of the Corinthian order of Ancient 
| 


Rome. The arches are horseshoe—that form which, especially in 
an interior where bright light is sparsely admitted, is so exceedingly 
voluptuous in its expression—and above them is a deep wall-surface, 


ornamented with a geometric pattern of straight lines in various di- 
rections, slightly raised, in the true Moorish fashion; while above, 
again, is a blind arcade with horseshoe and much-cusped arches, as 
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if the designers had seen the cusp in use in neighboring lands where 
the Gothic influence was then in the ascendant, and had adopted it, 
and exaggerated it, to suit their own requirements. 

This stands against the wall in the Architectural Court, and close 
to it is a cupboard in age-colored wood from a house at Toledo, 
called the Botica de los Templarios, also of the fourteenth century, 
and showing all the elaboration of Moorish detail when translated 
into wood, all just incised below the general surface of the timber, 
yet with a bold scroll-work design set off by a tiny pattern acting as 
filling in behind, to form a background. 

Along the adjoining wall, tuo, are hung a large number of casts of 
ornament from the Alhambra at Grenada, but these, elaborate and 
beautiful as they are, lack the rich coloring of the original to bring 
out the difference between the plane surface and the incised parts, 
and to give them the full educational value which they should pos- 
sess. 

In quite a different part of the Museum is found another collection 
of the work of Mohammedan artificers—in the collection of Assyrian 
and Persian art near the secondary entrance. Here, of a much later 
date (seventeenth and eighteenth centuries, and even of the present 
time), you find all the same characteristics as in the work of the 
Moors of Spain, executed several hundred years before. Here, at 
first sight, appears to be the same incised wood-carving, and here 
certainly is the same stalactitic vaulting, corbelling and cusped arch- 
ing; but on closer inspection it is found that what appears to be 
wood-carving is mere fretwork, the pierced layer of wood being 
glued upon the face of another which is unpierced, while in the Cai- 
rene work the texture of the surface is rendered still more rich by 
the employment of windows filled with numberless small turnings of 
wood pieced together, instead of glass, known as “Mushrabiyeh,” or 
turned lattice-work. This is replaced at Damascus by large trellis 
work, still of turned wood, but now so large that the interior of the 
room can be seen through it, which is by no means the case with the 
closely worked Mushrabiyeh. 

Here, in this little visited corner, a few years ago were two rooms, 
completely furnished and decorated, as they have been brought from 
Damascus, making up with the rich collection of Moslem wood- 
work near, a most fascinating spot where many people love to linger; 
but “improvements” have been effected recently, and these rooms 
are no longer to be found. 

Of the great Romanesque style which spread through Western Eu- 
rope during the ninth, tenth and eleventh centuries, the Museum is 
again most unaccountably wanting in examples. From the Great 
Rhine churches—from those at Aix-la-Chapelle, Cologne, Ander- 
nach, Mayence, Worms, Spires and Treves—there is absolutely 
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nothing; and it is the same both with the French and English so- 
called Norman architecture; that architecture which, founded upon 
Roman round-arched construction, led the way te the rise of the 
great Gothic style. Most nearly approaching to this is the large 
cast of the west doorway of the Cathedral of Santiago de Compos 
tella; but this takes us back to Spain again, where consequently the 
Moorish, and through it the Byzantine, influence is felt, though it is 
to a part of Spain which the Moors never reached themselves. This 
huge cast occupies one entire end of the Architectural Court, and is 
exceedingly difficult to describe, being formed of three semi-circulat 
arches, each enriched with numerous figures in bold relief and of 
less clumsy workmanship than would be expected at the end of the 
twelfth century. The supports are grouped columns, with tor- 
tuously carved capitals representing, some of them trees and human 
figures, and some of them the acanthus leaves again; while there is 
a solid base, moulded in simple and effective outline, which itself 
rests upon the heads of animals whose zoological name has yet to 
be discovered, but who all look to be suffering considerably from 


having to carry so heavy a weight as that brought upon them. 

To the Englishman it is natural, but to the foreigner it must be 
astonishing, that at South Kensington there should be so very little 
relating to English architecture. We have preserved, well-cared 
for, and forming integral parts of many noble buildings, specimens 
which are beyond rival of all the various styles of the Middle Ages, 


as adopted and used by our own forefathers. It is our pride that in 
our cathedrals, our churches and our castles are exemplified a truly 
insular and national phase of that great Gothic architecture 
in which all mediaeval works of Western I:urope were executed, and 
there is no necessity to place occasional fragments of these great erec- 
tions in Our museums, when the actual monuments themselves, in 
all their grandeur, are available to those who care to visit them. 
Thus it happens that permanent English architecture is only repre- 
sented by a few casts in an obscure corner, and these, too, not very 
good. An exception is, to a certain extent, made with the English 
timber-work, it having been possible to collect a little piece here, and 
a little piece there, which would oiherwise have been destroyed. A 
most English and characteristic specimen of this class of work is a 
richly traceried carved oak corner-post, from an old house of the 
fifteenth century, now pulled down, but which once stood at Bury St. 
Edmunds in Suffolk. It is carved out of one huge piece of oak, with 
the richly cusped sunk panels of its time; a grand piece, illustra- 
ting a grand period, when the middle class was rising, during the 
wars of the Roses, upon the ruins of the old feudal nobility. 

For other examples, it is necessary to wander into the same dark 
passage as that in which the specimens of Mushrabiyeh are stored. 
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Here is a screen and door from a former Palace of the Bishops ot 
itxeter, in that type of fifteenth century woodwork which is peculiar 
to the Western countries—open tracery, the arch equilateral or nearly 
so (not four-centred, as is usual in other parts of England at that 
time), and with bold and simple mouldings. Here, also, are a few 
minor details of wood tracery and panelling, all of about the same 
date, and several magnificent chimney-pieces of the Elizabethan 
period, when the Gothic and the Renaissance were fighting for 
supremacy, and when all the national characteristics and all the artis- 
tic spirit of every European country seem to have been most pro- 
nounced. The four most marked specimens are all boldly conceived 
and executed stone chimney-pieces, with oaken overmantels, from a 
house in Lime street, London, presented by the Fishmongers’ Com- 
pany, and dated about 1620. 


Two distinct curiosities, close by, a little while since were an oak 


desk and an organ-bellows lever. The former was only temporarily 


lent to the Museum, and is just an ordinary small desk of the six- 
teenth century, with sloping top, hinged to form a box lid in a very 
usual way, but so covered with iron bands as to have been useless 
for writing at; while the latter is a most elaborately carved arrange- 
ment from the destroyed church of St. Mary Somerset, Thames 
street, London, built by Wren, and forms no mean specimen of the 
class of work which was executed under that great master. 
Returning to the Architectural room, one finds there, of late Eliza- 
bethan or Jacobean character, one of the finest architectural relics in 
the Museum, in the entire oak front of Sir Paul Pinder’s house, erec- 
ted by him in the year 1600, which was presented to the 
nation by the chairman and directors of the Great Fast- 
ern Railway Company, when its site was required for mod- 
ern utilitarian purposes. It is of most picturesque and 
broken outline, story projecting above story, with panels and _ pil- 
asters richly carved in the grotesque manner then in vogue, and with 
almost the whole front of each story given up to window space, the 
glass, of many quiet colors, being arranged in little panes within lead 
framing. Here we have a phase of English architecture, of which, 


‘ 


owing to fire, and the “improvement” of our streets, there are but few 
remains extant amongst us, and it is, therefore, fitting that this, the 
most perfect and the most beautiful, should find a resting place in a 
great museum. 

Continental Gothic work, unlike the English, is very fairly repre- 
sented, and though almost entirely so by casts, these are sufficient to 
give a student who really looks about him and compares intelligently, 
a very fair idea of the different characteristics which mark the build- 
ings of France, of Germany, of Belgium and of Italy. Of the early 
French of the thirteenth century, for instance, the whole portion of the 
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Portal of the North Transept of Bordeaux Cathedral, and the centre 
pillar of the Porch of Amiens Cathedral, are well-known and magnifi- 
cent examples, bold and rich, yet with the richness subordinated to 
the general lines. The former depends for its effect upon its graceful 
vertical and curved lines, obtained by carefully devised and _ well- 
moulded members, broken by comparatively small statuary niches, 
while the latter is stronger in character, with the horizontal line more 


Upper Portion of Sir Paul Pindar’s House, Bishopsgate Without, 
London. Built 1600 A. D. 
marked, and the statuary bolder, much plain surface, just enriched 
with slightly sunk panels, being allowed; yet both evince a subtle 
spirit of enthusiasm and of brilliancy such as seems to have been 


characteristic of our Gallic neighbors at all periods of their history. 
These may well be compared with the two pulpits in the other 
Architectural Court, one from the Baptistery and the other from the 
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Cathedral at Pisa. Almost identical in date with the french exam- 
ples just cited, they not only have the horizontal feeling of Classic or 
Byzantine times, but their details are so much so also as to lead one 
to question whether there ever was a true Gothic period in Italy at all 
—whether, in fact, these works and all others like them should not 
rather be classed as late Byzantine, with a Gothic admixture. In both 
there are several columns which rest upon lions’ backs; in both there 
are capitals of acanthus character; in both the mouldings are of de- 
based classic rather than of Gothic form, and are ornamented with de- 
based leaf and dart and other classic enrichments; and in both there 
are square panels filled with small high-relief sculpture, in which the 
arrangement and the modelling alike tell of the classic predilections 
of the artists who were employed. Even later, and yet before the 
opening of the Renaissance, the same spirit is in distinct evidence in 
the cast of the Shrine of St. Peter the Martyr, in the Church of St. 
Eustorgio at Milan, which is dated 1339—a date at which a Gothic 
stvle was in undisputed sway in all Northwestern Europe; and, in 


fact, in this example the Classic is so strongly suggested that a per- 


fect entablature is found to the main cornice, while all that is Gothic 
at all is a little crocketting and tabernacle work, and the small crown- 
ing canopy. 

Returning to the French Gothic school, there are to be found 
plenty of good examples showing its later characteristics, the most 
prominent being a large cast of the main Western Portal of the 
Cathedral of St. Sauveur, at Aix in Provence. The bases of the 
door jambs and centre post show the curious continental feature of 
the base mouldings being proportioned and designed to suit each in- 
dividual member separately, and not the mass as a whole—a feature 
which often results in great complexity, and which lacks the sturdi- 
ness and repose of the English method of treatment. The flat head 
to the doorways, with the angles rounded off, is also noticeable in 
contradistinction to the low four-centred arch which would have been 
used in England at that date (1477-1504). The doors themselves are 
richly carved, pure Gothic being mingled with pure Renaissance de- 
tails, as this latter style was now creeping northwards. Unfortu- 
nately, in this and other casts, the portions representing stone and 
wood have alike been left white in the plaster representations, giving 
quite a false idea of the color values of the originals. 

Close by are representations of a brass font and a stone shrine from 
the church of Notre Dame, at Hal, in Belgium, both of a slightly ear- 
lier and more purely Gothic period, and both more delicate in exe- 
cution—as such gems ought to be—evidencing, too, that wonderful 
power of figure carving which the Flemings have always possessed, 
and do possess to the present day, especially marked where the fig- 
ures are but statuettes. 
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French again, transitional between the Gothic and the Renaissance, 
is the Rood Loft of Limoges Cathedral, in which the lines are hori- 
zontal and almost all is Renaissance in form, being Gothic in spirit 
only—and it forms as good an example as could well have been 
chosen to place in a museum of that most beautiful and delicate tran- 
sition style, which has all the artistic instinct of the work of the same 
tinie in England and in Germany, but is delicate and most refined 
where the latter is sturdy and even occasionally coarse. In this partic- 
ular example, erected in 1533, the detail is so small and yet so boldly 
cut as to give the appearance, at a little distance, of elaborate knotted 
lace-work; but in this it is peculiar to itself, though the feeling is 
much the same as that which produced the beautiful chateaux of the 
Loire valley—such as those at Blois, Azey-le-Rideau, and Chenon- 
ceaux. 

Comparable with these great French examples are those from Ger- 
many. ‘The plaster cast of part of the oak choir stalls in the Cathe- 
dral of Ulm is typical of all such work to be found in the districts of 
the Black Forest and Bavaria—with bold lines and yet much flimsy 
tracery, mouldings rarely more than rounds and shallow hollows, and 
vet all treated in a masterful and most peculiarly masculine way, the 
curves in the intertwined foliage carving being particularly strong. 
[s there not something here, in the contrast between this and the ex- 
treme fineness of the Limoges detail, of the character of the two 
nations? 

Nuremberg, the centre of the artistic life of Bavaria, second, even 
now that it is a great commercial city, only to its little neighbor Roth- 
enburg in charm, is represented by two casts, both from the Sebaid- 
kirche. One is from Adam Kraft’s Shreyer Monument, in one of 
the bays outside the church, between two of the apse buttresses, and 
much better seen here in plaster, in its vigor and its overdone com- 
plexity, than in the original, which is dark, dust covered, and sur- 


rounded with close wirework. Architecturally a little stump tra- 


cery at the side of the return is most noticeable, showing the debase- 
ment of the Gothic in the fifteenth century, as it was marked in mid- 
Germany. The other cast is of the bronze shrine of St. Sebaldus 
which stands inside the church, and is the work of Peter Vischer. 
Of noble Gothic outline, yet the fact of its standing upon the backs 
of snails, and of there being much that is Renaissance in detail, if 
examined closely, all tell of the influence which his long visit to Italy 
had upon this craftsman, while the nobility and graceful pose of the 
many figures which enrich it speak both of this influence and of his 
own artistic power. 

Unquestionally, however, from an architectural point of view, the 
Italian Renaissance is the period best represented at South Kensing- 
ton, both the Italian Court and one of the Architectural Courts con- 
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taining a large number of well-selected examples, mostly in original. 
The fifteenth century which, in Northern Europe, saw the decay or 
elaboration of the Gothic style, was witness, in Italy, of a wonderful 
revival of the pure classic feeling, the architectural work being 
based upon that of the Romans during the Empire, but evincing a 
more free and yet a more refined spirit. This revival took place first 
at Florence, and though it has, of course, been impossible to trans- 









































Florentine Lavabo. 


port to Lundon huge gloomy palaces and gorgeous churches, yet a 


considerable number of beautiful little bits of detail have been ac- 
quired. One of these is from Florence, and of the very best period 
(A. D. 1490), when the workers had overcome the stiffness which is 
almost inseparable from first attempts upon new lines. It is a “Lav- 
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abo,” or Fountain, of the black stone, known as Pietra Lerena, and 
consists of a bowl standing on a pedestal, and set in a recess domed 
with the shell ornament. It is flanked with pilasters carrying en- 
tablature and cornice over the whole, and all is enriched with carv- 
ing in low relief, of vases and scrolls, acanthus leaves, scallop shells, 
and masks of human faces, all conventionally treated in a way which 
reminds one of, though it does not copy, the carving of the older 
Roman days. 

Then there are several marble doorways, some bold, some quiet in 
design, but all good specimens and noble entrances to noble build- 



































Stone Chimney-Piece from a Palace near Como. A. D. 1520. 
ings. One is from a palace in Genoa, made in 1519, rich with carv- 
ing in bold relief; three others are trom the palace at Gubbio, erected 
by Frederico, Duke of Urbino, about 1475 or 1480, and are carved in 


low relief with well-conceived acanthus scrolls; two others belonged 
to private chapels in a Church at Genoa, built by Lazaro Doria and 
Givigo Spinola in 1472 and 1480, and are of an absolutely black, 
hard stone, carved in very low relief; while yet the most important 


is the large gateway, said to have been brought from Ghedi, near 
Breschia, where it formed part of a palace erected by Nicola Orsini, 
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built in 1575, and for which the Museum authorities gave no less a 
sum than £602. 

Then, too, there are some magnificent stone chimney-pieces, with 
the mantel projecting to form a hood ior gathering the smoke up to 
the flue, and generally supported by trusses formed of male human 
figures, and all of about the same date—early in the sixteenth cen- 
tury. One of these is different, though. It is from the neighbor- 
hood of Milan, and is formed of one plane surface of green and 
white marble inlaid with grotesques, with shields of arms, and with 
the representation of an open temple, beneath which stands a globe— 





























Tomb of Filippo Decio. 


all in colored marbles. It is curious rather than handsome, but rich 
in color and attractive by its gorgeousness and brilliancy. 

The most prominent object in the Italian Court is the sanctuary, 
with its arch and dome complete, together with the high altar, which 
originally formed part of the Conventual Church of Santa Chiara, at 
Florence, built in 1493, by one of the pupils of Brunelleschi. More 
simple and severe than most of the other objects exhibited here it 
forms an excellent example of the earlier Italian style, of the period 
of its earlier Florentine exponents. 
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Well-heads, capitals, corbels, portions of columns, and numerous 
other minor details are arranged about the court, in such positions as 
to be readily available to the many students who come here to sketch 
and measure—making this one of tthe best spots in Europe for the 
study of Italian ornament. 

These are all originals; but in the Architectural Court are many 
more Italian examples—casts, it is true, but good representations—in- 
cluding many details from the famous Certosa,near Pavia, the elabor- 
ate marble window of the fifteenth century,and two large panels from 
the altar-piece. More beautiful still is the temb of Filippo Decio, in 
the Campo Santo of Pisa, and dated 1530—the figure lying upon a: 
































Rood Loft, Church of St. John, Bois-le-Duc. Dated 1625 A. D 


urn or bed, which itself rests upon a well-proportioned and elaborate 
pedestal. It is a good example of what the tomb of a wealthy man 
should be—not ostentatious, but refined and elegant, yet rich with 
a large amount of carving, and so designed that, were this carving 
omitted, it would still be beautiful and noticeable. 

Of the Renaissance of other lands, the best examples are irom Bel 
gium, and they are in the Architectural Courts. First, in point of 
its resemblance to Gothic work, comes the Tabernacle (cast) in the 
Church of St. Léonard at Léau, erected in 1552, aspiring in form 





Fountain in the Courtyard of the Old Palace at Munich. 


Vol. VIII 
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and so calling to mind the more beautiful and purely Gothic one in 
the Laurenzkirche at Nuremberg, but of bold Renaissance detail, 
the angles at the base being carried by six strong male figures, or 
Atlantes, taking the place of columns. Two other exhibits are, 
however, of earlier date. The great chimney-piece from the Palais 
de Justice at Bruges, the cast of which occupies almost all one end 
of one of the Architectural Courts, was erected in 1529, and is one 
mass of complicated carving, rousing wonder more than admiration 


alter examination of the finer work of Italy—while its boldness ol 


conception is well set off by its being flanked by a representation of 


the equally well-known, and more justly praised, door to the Coun- 
cil Chamber of the Hotel de Ville at Audenarde, made by Paul Van 
der Schelden, in 1534, with its many deeply recessed and elaborately 
carved panels—shown to better advantage here than in the Council 
Chamber itself. 

Last of all, forming the exit from the Museum, is the Rood Loft 
from the Church of St. John, at Bois-le-Duc, dated 1625—a magnifi- 
cently bold conception in dark colored marbles, but with the many 
figures in the niches and the carving of the friezes done in white. 
Seen here, in a suitable position, its full nobility can be understood. 
Belgium is full of such things—screens and altars—but they are 
there in churches of the Gothic period; they are incongruous and out 
of place, and it is impossible to appreciate them properly. If they 
could all be purchased as this was, even at so high a price as £900, 
and placed amidst suitable surroundings in new _ Renaissance 
churches or in great museums, they would be seen to better advan- 
tage themselves, and it would be better also for the churches which 
they now disfigure. 

The German Renaissance is not well represented. There is noth- 
ing, not even the cast of a single figure, from Heidelberg, nor is 
there any representation of the quaint painted houses to be seen in 
so many of the larger German towns. In fact, most of the German 
examples of this period in South Kensington Museum are in the 
collection of iron work, which is so good and so large as to demand 
an article entirely to itself to do it even most scanty justice. There 
is, however, one cast—that of the Medusa Fountain in the courtvard 
of the Old Palace at Munich, which is admirable as showing the life- 
like pose and delicacy of treatment which generally characterises the 
sculpture of Renaissance times in Germany, and particularly in 
Bavaria, making it a meet subsidiary to beautiful architectural works. 

G. A. 1. AM tddleton. 
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Preliminary Chapter on Site and General Sanitary 


Conditions of the House. 


ANITARY science is the determination of the architectural con- 
ditions favorable to health, and in this respect differs from 
hygiene, which determines the food, dress and exercise, etc., 

desirable in order to keep the body in a healthy condition. 

Now it is not intended here to go deeply into the question of select- 
ing a site for a building for the simple reason that other and larger 
works have already touched on this point; but a word or two on soil 
and aspect may be advisable. In examining a site for a proposed 
house, visit it under circumstances when damp will be most likely to 
be there, that is to say in the evening or during a fall of temperature 
when what are called radiation fogs are about. Soils are roughly 
divided into two kinds, viz., impervious and pervious. Of the form- 
er, stiff clay soils are bad from a sanitary point of view, because 
damp and water accumulate, and make the air cold. When it is 
necessary to build a house on a clay soil, therefore, greater care 
should be taken in its construction, viz., by building dry areas to the 
walls, by the more careful application of damp courses,by the sloping 
of the ground from the houses, by making sure of obtaining the 
greatest possible amount of sun into the living rooms, and by the 
proper heating and ventilating of the house generally. 

Of the latter class, viz., pervious soils, may be reckoned chalk, 
sand and gravel, all of which are warmer and drier, and therefore 
preferable, as the water does not accumulate, but passes quickly 
away. 

As regards the general position of a house, hollows should be 
avoided, as here water accumulates, and there is a general inclination 
to dampness. For the same reason the bottom of a hill is bad, and 
special precautions must be taken to prevent the entry of damp into 
the house, when it is necessary to build a house in such a position. 

The position of chimneys also in external walls is a point which 
should be well considered; they should not, if possible, face those 
points of the compass whence come cold and dampness. 

Dry air and equable temperature are points necessary to be ob- 
served in the construction of a building, and for this reason, water 
tight roofs and non-porous walls are necessary, as well as the effec- 
tive exclusion of ground water. Damp air is bad because it reduces 
the temperature, favors decomposition of organic matters and the 
erowth of disease germs. 
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Water-tight roois are also absclutely necessary to the proper sani- 
tary condition of a building, these depending on the quality and pitch 
of roofing materials, and the security of their joints and connections. 

Non-porous walls depend on the quality of bricks, mortar and 
their thickness. To test the porosity of bricks, weigh them when 
dry and after soaking in water, and compare the differences. Thx 
following is a list of different materials with their absorption per 
cent. of their weight. 


Granite $ to I per cent. of its weight. 


Malm bricks +s 22 to 2 
Gray stocks 

Hard stocks 

Blue Staffordshire 

Good sandstones 

Portland stone 

Bath stone 

Kentish rag ; 

An ordinary hard stock only absorbs about 1-1oth of its weight, 
A brick backing should be placed to a stone-faced wall, as it prevents 
the entry of water by capillary attraction. 

Damp ascends the building by two ways, either through the walls 
or by the action of the ground water; now, as will be pointed out, the 
vertical action may be prevented by means of a horizontal damp 
cause, whereas the lateral action may be prevented by means of what 
is known as a dry area placed outside the wall and well ventilated. 

The action of the ground water is met by a bed of concrete being 
placed over the whole surface of the site. Moreover the level of the 
ground water should be ascertained, and if within six feet of surface 
of the ground it should be specially drained away from the site. 

Equable temperature is most important in a really healthful dwell- 
ing, and this is brought about by a proper construction of roof or 
walls; with a due regard to insulation, which is the important factor, 
and in which respect weod is particularly good, whereas metals ar 
bad. 

Taking the rate of conductivity of wood as equal to 1, we have: 
Wood equals 1; plaster equals 3; brick equals 4; glass equals 5; free- 
stone equals 10; slate equals 14; marble equals 18; lead equals 80; 
zine equals 140; iron equals 150; copper equals 300. 

Anti-pycemian conditions are to be obtained by non-absorbent 
walls, ceilings and floors, and although much attention has been 
given to this subject of late, one cannot be too particular. A wall 
finished in Keen's cement and distempered is as non-absorbent as it 
is possible to conceive, and therefore absolutely healthy. Wall 
papers are bad because they are absorbent, and the paste employed to 
stick them to the wall necessarily decomposes. 
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Floors are rendered satisfactory by the use of parquet or close laid 
boarding or blocks paraffined or waxed. 

Basements should be avoided wherever possible, as they are in gen- 
eral very unhealthy and liable to be damp however carefully planned. 
Where there is not sufficient room on the ground floor, the wine cel- 
lar and coal cellar may be placed in a basement where also the heat- 
ing apparatus should be fitted up. 

Attics.—Those with sloping ceilings are bad from a sanitary point 
of view, as they are extremely cold in winter and sultry in summer; 
care must be taken, therefore, to keep an air space between the inner 
and outer covering so as to counteract their defects. 

Trees— Before closing this chapter one other point occurs, and 
that is the question of trees. Trees may be, and are, very useful as 
a means of sheltering the house on the more exposed parts, for in- 
stance on the north and northeast sides, but if placed too near a 
house they may be a nuisance, as the dead leaves will block up the 
gutters and the tree itself will shut out light and air from the house. 
A good plan is then that a tree should not be nearer to the house than 


its own height. 


Drainage. 


Introductory.—( all the subjects connected with building there 
is no one which has received, and rightly more attention of late years 
than the sanitary condition of the houses in which we live. No one 
nowadays, at least with respect for his life, ever takes a house 
without a report from a competent architect as to the condition of 
the drains, and the general condition of the house in respect to damp- 
ness, etc., and its general sanitary condition. It behooves us there- 
fore to be more than usually careful and precise in dealing with this 
subject. We have prepared a special plate of sketches showing the 
proper method of treating the various appliances of drainage, which 
will be found in this article. 

Drainage.—The underground drains should be constructed of 
glazed stoneware, the pipes should be truly laid and securely jointed, 
and should have a fall of at least 3 inches in 10 feet. Probably the 
best form of joints is that known as Stanford’s, which is made by 
Messrs. Doulton: it is comprised of a durable material, consisting of 
coal tar, sulphur and ground pottery. The composition is laid on 
the spigot end of one pipe, and in the flange of the next, and being 
made of a convex form when pushed home makes a perfectly water 
tight joint. More usually and perhaps as effectually a plain cement 
joint is made. It is scarcely necessary to mention that such a thing 
as a clay joint should not be permitted. 

Size of Drains.—Not less than 6 inches is laid down as necessary 
for a drainage taking a discharge for a water-closet, and four inches 
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is considered sufficient for rain water drains and for taking the wastes 
from baths, sinks, lavatories, etc. 

All drains should be easy to get at, as straight as possible ana 
should be well ventilated by air pipes, with proper air inlets, and in 
all cases be taken up outside the house. The fall of drains should not 
be less than 3 inches in 10 feet. It is advisable that, with few excep- 
tions, the pipes should be laid on a bed of concrete formed to the 
required fall, care being taken that the whole of the pipe should rest 
on the concrete, and not only the flanges which is liable to cause 
fracture. If by any chance a soil drain has to be taken under a house 


it should be entirely cased in concrete so as to prevent any possibility 























a 


GOOD BRAINAGE 


of the escape of bad air. While on the subject of drainage it may be 


mentioned that there is some diversity of opinion as to whether or no 
iron pipes should be used. Some engineers have expressed their 
opinion that they were as durable as stoneware, when treated with 
special solutions, but we are strongly in favor of galvanized eartheti- 
ware, and should recommend its adoption everywhere. On the 
other hand, iron pipes are preferred by many, especially under 
houses, as there are fewer joints and less likelilvood of leakage. 
Water-closets must be placed where they can be thoroughly venti- 
lated directly from the external air with top of windows level with 
ceilings, and if possible they should be shut off from the house by a 


well ventilated ante-room to prevent communication with other parts 
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of the house. In some house plans it will be noticed that the lavatory 
take the place of the passage recommended above. 

Soil Pipes.—Soil pipes are usually made of 8 Ib. lead, and 4 inch in 
diameter, though some consider 3 inches sufficient. They, as well as 
ventilating pipes from drains, should be carried up above the roof and 
terminate sufficiently high to be clear of ali windows. All the house 


drains must be entirely cut off from the sewer (or cesspool where 





there is no other system of 
sewage), and a through 
current of air be taken 
through the drains. This 
is done by means of an 
“inspection chamber” or 
manhole in which the pipes 
and junctions arecontinued 
PLAN ofr MANHOLE through in special half sec- 
tion pipes to the syphon trap which is placed on the side nearest the 
sewer. This inspection chamber should be built in white glazed 
bricks in cement and should have an inlet of fresh air through a 
4-inch galvanized iron pipe fitted with a mica flap, the outlet air shaft 
at the head of the drain, which is often the soil pipe carried up, may 
be fitted with an extractor, 
but many architects prefer 
to keep it quite Open at the 
top or just ntted with an 
ordinary woven iron wire 
cover. 

Rain Water Pipes.—Rain 
Water pipes should not b 
allowed to act as ventila- 
tors, but should discharge 
over an open gully at the 
foot of down pipe. The 


inspection chamber should 





\pamrrncomna be fitted with a patent 
wrought iron air-tight 
frame and cover. 

Lavatory Wastes, cte. 
Vaste from haths, lava- 
tories, ete., should dlis- 

LAVATORY WASTE ; 

charge over an_ open 

trapped gully so as to effectually cut off all connection with the soil 
drains. If from baths on the first floor these wastes should discharge 
into an open head. 

Kitchen Sinks.—Wastes from kitchen and scullery sinks should be 


taken into a grease trap, so as to intercept the rush of grease to the 
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drains, where it might help to form an obstruction. 


There are nu- 
merous forms of combined grease and gulley traps, the object being 


to give time for the grease to cool and form a cake there upon the 
surface which can be lifted out. 

< FERS ()ne form is designed in connection 

with an automatic syphon flushing 


tank, by which the grease, when 





congealed, is broken up in_ the 
strong current of water and driven 
in a solid state through the drain; 
but [ cannot impress too strongly 


on the reader the fact that a grease 











trap is worse than useless unless 
periodically cleaned out, and_ that 
GREASE TRAP the mistress herself must in many 
cases see that this is done. 

House drains, even if they have sufficient fall, 
should be supplied with a flushing tank provided with clean water at 
the highest point of the drain. 


llushing Tank. 


Another method is to plan the house 
so that the bath is at the head of the drainage system; this, especially 
when the English system of cold morning baths by several mem- 
bers of the family is indulged in, is a capital way of cleansing the 
drains and keeping them in good condition. 

Water Supply.—This is a most important point in the construc- 
tion of a house, and one that cannot receive too much attention. 
ven where a constant supply is obtained it is better tu have a smail 
supply cistern in case the company may at any time shut off the sup- 
ply for repairs, ete. Water for drinking, and in fact any purposes 
should be stored remote from all places where bad air or noxious 
gases are likely to occur, and it should therefore be well away from 
all outlets to ventilating pipes, soil pipes, wastes or drains. Water 
absorbs air just as a sponge does water, and when any impure air is 
near the water will soon be impregnated with it. You have only vo 
piace a pail of water in a newly painted room to obtain a good proof 
ff this. A small room should therefore be provided, and should be 
well lighted and ventilated, and the cistern should not, as is fr: 
quently the case, be allowed to be put in any odd dark corner in the 
roof where it cannot be got at to be thoroughly cleaned at frequent 
intervals. All water used for sanitary purposes should be effectively 
cut off from the cistern; this is commonly done by taking the supply 
to each water-closet through a water waste preventer. 

The best material for cisterns is galvanized iron, and a cistern 
should have a lead safe under it with outlet for same, so that in case 
of overflow the ceiling of the floor below would not be damaged. 


A stop-cock should be placed in the supply pipe from the cistern 
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(and close to it) to enable the water to be shut off and minimize the 
damage in case of a burst or broken pipe. 

Amount of Water to be Allowed per Person.—Inordinary families 
in the country the usual consumption for all household purposes 1s 
from 18 to 25 gallons per head a day, but the amount is regulated 
by various circumstances, as the number of baths, etc., used. In or 
near London, where a constant supply can be obtained only a sup- 
ply cistern is necessary as mentioned above, but in the country a 
cistern sufficiently large for the day’s consumption must be provided. 

Rain Water.—The rairti-water in town houses and houses near 
London is generally run into the drains, and assists in cleansing 
them, but it is a good thing to have a fair-sized rain-water cistern, 
taking the water from part of the house, as rain or soft water is pre- 
ferred by some for washing purposes, and a supply pipe may be led 
from this cistern to the housemaid’s sink. 

Slop Sinks.—These should be provided, as well as housemaid’s 
sinks, and should be of such a form as to provide no place of lodg- 

=>, ; ment in any part 

1 FLUTED 
———y J ORANER cause it to becom: 

ee f / unwholesome. 


| / The slop — sink 


y 


which would 


should have alead 


COMBINATION PANTRY SINK 2 inch waste pipe 


J 
from it, and a lead trap thereunder, with a brass screw plug in the un- 


derside for easy examination, if by any chance it gets stopped. These 
sinks are usually made in cast iron enamelled over on the inside with 
white porcelain enamel. The housemaid’s sink, which is generally 
placed over the slop sink, may be in white enamelled iron, or it may 
be made of a wooden framing and lined with lead; in the latter case 
8 lb., or better still, 10 lb. lead should be used, as the initial cost is not 
much more, and the endurance is much greater. 

Before passing on it may be as well to mention that in the opinion 
of many sanitarians a slop sink is superfluous, and especially when 
the housemaid’s sink is near the water-closet, which is generally the 
case. In this case, and when the water-closet apparatus is of the ordi- 
nary syphon or wash-down kind (see illustration), all wooden casings, 
which only harbor dust and favor disease are done away with, and the 
wooden seat is simply hinged at the back, so that the closet can be 
used as a slop sink and urinal as well. 

It is a great thing to have as few appliances to get out of order 
as possible, and on this point only, it seems desirable if possible to do 
without the slop sink. 

Baths.—Baths are made of various materials, and the usual method 
of finishing is by placing a wooden enclosure around the bath, and 
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thus providing a dark place for the harboring of dust and vermin. My 
advice is here the same as in regard to water closets, and that is to do 
away with these objectionable “casings” and let your bath be open 
all round, so that there may be no lodgment for dirt. 

Of course the old baths which were made to be cased round do not 
look well when they are used without the casing, but baths of a fairly 
good design and perfectly presentable are now made by the best 
makers in either enamelled iron or porcelain. These latter are clean 
and durable, their only objection, which is a slight one, is that they 
are somewhat heavy; marble baths are also used. 

Bath Fittings——There is such a variety of bath valves and bath 
cocks that it will not be worth while to examine the merits of each 
Let it suffice to say that valves of whatever description are always 
easier to open and shut than screw down cocks. (The screw down 
and diaphragm taps take so many turns of the handle to open or 


shut, the water during this screwing is so obstructed that they are 


never likely to be extensively used. The quarter turn roundway 
valve gives a quicker water way and has this additional advantage 
that it opens and shuts at a quarter turn of the circle. The waste 
pipe and valve should not be less than 14 inches. ‘The service and 
waste pipes with their valves should always be considered so as to 
provide for a quick supply and discharge. The service water should 
never be brought into the bath through the waste pipe or the dregs 
of the previous bath will get washed back again. According to the 
Metropolis Water Act the supply pipes must come into the bath 
above the water line, but this is too high for the hot water service, 
and when a hot bath is needed the room would be filled with steam. 
Every bath should be fitted with an overflow pipe near the top which 
should discharge in the open and be fitted with a hinged flap. 

The hot water inlet to the bath should therefore be a few inches 
above the bottom. 

Bath Safes.—They are necessary in a properly constructed bath- 
room, and should be constructed of 6 lb. lead and turned up 23 
inches at edges, and should be sloped so as to cause the water to 
flow towards the outlet. But a better plan, especially when no cas- 
ings are used for the bath as I have advised, is to have the floor of 
the part of the bathroom (or the whole may be done) laid with tiles 
in cement on concrete and give a fall of the floor towards a point 
in the outer wall when by means of a pipe with a flap on its outer ex- 
tremity, any surplus water or overflow may be led into the open head 
which also receives the waste water. A cement skirting 6 inches 
high should be placed round the room. 

It is advisable to put a fireplace wherever possible in a bathroom 
for ventilating purposes, and by using a special ventilating flue pipe, 
such as is made by Messrs. Doulton, the hot air and steam can be 
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withdrawn at the ceiling level, and so keep the bathroom in a 
healthy condition. 
Lavatories.—These may be fitted up in a variety of ways from the 


simple plug basin upwards, but in all alike it should be remembered 


that the overflow pipes should be large enough to take away the 
water should the service pipe be left open, also that all the wasie 
pipes from all lavatories should be trapped with a patent cast lea‘ 
anti-D trap with a cleansing cap and screw at bottom. Waste pipes 
are usually 1% inches diameter. “Tip up” lavatories are much used 
and are preferred by many, they have the advantage of emptying the 
basin quickly, but care should be taken that the receiver into which 
the dirty water is thrown is cleaned periodically as the smell from 
soap suds is most unpleasant and unsanitary. The suddenness of the 
discharge into the waste pipe is likely to unsyphon the trap, unless 
the special anti-D) form is used, which has been designed to resist 
this action, when however two or more of these traps are fixed on 
one stack of soil pipe or waste pipe, their branches should be ventil 
ated to avoid svphonage. The waste pipe should always be made to 
discharge into an open head or open gulley. 

In several cases I have fitted up lavatories in the principal bed- 
rooms and dressing rooms, and there is no doubt that much labor is 
saved to the servants by so doing, as well as the convenience of al- 
ways having a supply of hot or cold water ready for use. There is 
no doubt that in these days there is a great tendency to save un- 
necessary trouble and labor in all classes, and it is possible that th 
introduction of the lavatory into the best bedrooms will soon be 
looked on as a necessity. 

Urinals —Urinals may be looked upon as not necessary in a pri- 
vate house. The syphon closet with lift-up hinged seat which should 
be placed in the ground floor water closet answers the purpose of a 
urinal. These hinged seats are also advisable where no slop sinks 
are provided. 

Water Closet Apparatus.— These may be roughly divided into 
two sorts, for thanks to the progress of sanitary science the old pan 
closet with its pestilential D trap is, we hope, a thing of the past. The 
first is the “valve closet’ and this sort, if of the very best manufac- 
ture, is undoubtedly the best. A valve closet, however, is expensive, 
and it is clear, therefore, it cannot be used in many places on account 
of the cost; it is generally used in the better class of house. This 
form is practically a double trap, the upper body of water being re- 
tained by a flap either ground to its seat or else fitted with India 
rubber, which makes it water-tight, the lower trap being simply 
an S trap. 

The second kind is what is known as the wash-down closet; these 
are made by various makers under different names. In this class 
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the wooden casings which are so objectionable and so unsanitary can 
be entirely cleared away and the china basin itself exposed to view. 
It consists simply of a basin at the bottom of which is a syphon trap 
all formed in one piece. In some of these the lead soil pipe is joined 
at the floor level with the glazed earthenware apparatus, but though 
great care may be taken by performing 
the joint in tow and red lead, it is a diffi- 
cult thing to make a good joint between 
metal and earthenware, and a better plan 
is to have the trap made of stout lead, 
which enables a thoroughly sound joint 
to be made with the soil pipe, the joint 
between metal and earthenware being 
above the trap, and therefore the danger 
of sewer gas entering the house can be 
entirely done away with. The trap in 
every case should be ventilated by a 
special pipe taken above the roof; this 
pipe also prevents the unsealing of the 





water trap, which is likely to occur when 

two closets, one above the other, 
—discharge into the same soil pipe, 
(That form of closet known as the washout is bad in principle, and 
in many respects as bad as the old pan closet, and should not be 
used.) 


Water Supply to Closets——The best method is undoubtedly what 


is known as a “Water Waste Preventor” placed at the ceiling level 


in the water closet, and which, when pulled, discharges a two or three 
gallon flush as the case may be. A supply pipe, which should not 
be less than 14 inches, is led from this cistern to the flushing rim of 
the pan. An overflow pipe should be taken from these cisterns to 
discharge through the wall in the open, and this overflow should be 
at least twice the size of the service. 


Heating, Lighting and Ventilation. 

We propose offering a few remarks on the above subjects in so iar 
as they refer to the subject in hand. The fuller details as to the sub- 
ject generally about which whole volumes have been written, we 
must refer to work specially bearing on these subjects. 

Heating Fireplaces.—In a climate like ours, it goes without saying 
that to properly warm our houses in the most efficient way, without 
being injurious to health, is one of the most important problems 
which we have to solve. We all know that the old-fashioned fire- 
places, while being the most wasteful, are at the same time the most 
cheerful means of heating our rooms, and this being so, we must en- 
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deavor to keep the open fireplace, while at the same time mitigating 
the evils for which they were noted. These are: 

1. Waste of fuel and loss of heat. 

2. Excessive production of soot and smoke. 

3. Large addition to ash-pit refuse by cinders which are really 
unburnt, and therefore waste fuel. 

One of the great drawbacks is undoubtedly the large supply of 
air which was necessary in order to keep the fire going, and which 
is the great cause of draughts in rooms, without which the fire has a 
tendency to smoke. There are two ways o/ diminishing this ten- 
dency to draughts and great waste of fuel. ne is the introduction 
of fresh air direct to the fire by air-ducts from without, and the other 
by the adoption of what are known as slow-combustion methods, 
and the adoption of a form of grate which shall thoroughly burn the 
coal, cinders and all, and not leave these to be thrown away, which 
is a most wasteful method. Mr. Pridgin Teale, F. R. S., was the first 
in later years to draw public attention to the extravagant waste of 
the ordinary open fireplace, and to propose in its stead a fireplace 
constructed on scientific principles. The special features of these 
fireplaces may be enumerated as follows: 1. As little iron as possible 
is used in their construction, iron being a conductor of heat. 2. Fire 
lump back and sides to fire. 3. The sides set at an angle of 60°. 
4. The upper part of the back projecting over the fire 14 inches, 
and from there leaning over the fire at an angle of 70°. 5. The fire 
of considerable depth from front to back. 6. The openings in the 
bottom grating of the fire not more than } inch wide, to prevent 
any ashes passing out of the fire unconsumed. 7. The front bars 
vertical, made of steel 4 inch thick and % inch apart, so as not to 
obstruct the radiated heat, and to prevent the coal falling on the 
hearth. 8. A plate below the bars called the “economizer” to prevent 
the air entering the fire below the bars with ash pan to catch the dust, 
and, finally, 9, a narrow opening into the chimney, which, while 
ample for the escape of smoke and ventilation, yet prevents any un- 
necessary escape of heated air from the room and so keeps the room 
much warmer. This narrow opening to the chimney also tends to 
prevent smoky chimneys. 

The advantages claimed are saving of coal, dust, and labor, in- 
crease of warmth, little need of attention (with the aid of a damper 
the fire being kept alight for about Io hours), reduction of soot 
and smoke. 

It is claimed that a fire 13 inches wide will heat a room containing 
2,000 cubic feet, 15 inches wide will heat a room containing 3,000 
cubic feet, 17 inches wide will heat a room containing 4,000 cubic 
feet. 

We well remember attending the lecture by Mr. Pridgin Teale at 
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the Architectural Association when he advocated this system when he 
produced some coal which had been burnt at the Leeds Infirmary, 
which was reduced to a fine powder, thus showing the absolute com- 
bustion which takes place. It was claimed that the saving in coal at 
that institution was reduced nearly one half by the use of these 
grates. 

So much for the improved method of treating the open fireplace 
which from the cheerfulness it always possesses must commend it- 
self to us in, at any rate, the use of all sitting rooms in preference to 
hot water and hot air generated from a furnace. 

Hot Water Heating is useful and most necessary for the pass- 
ages and halls of larger houses, and is most important for the pre- 
vention of draught from doors, etc. It is also necessary that the 
passage should be thoroughly and efficiently warmed, and perhaps 
this is best done by hot water pipes and coils heated from a central 
position in the basement. That known as the high pressure system 
is one of the methods adapted for the ordinary house, and consists of 
a closed system of small pipes built with a furnace, the pipe being 
continued from the upper part of the coil and passes round the 
building proposed to be warmed, forming a continuous circuit when 
again joined at the bottom of the coil. <A large pipe called the ex- 
pansion pipe about 24 inches diameter is placed at the highest point 
of the apparatus, and from which the cistern is filled with water, the 
cistern being afterwards hermetically sealed. This expansion pipe 
is calculated to hold 1-12th as much water as the whole of the sys- 
tem, this being necessary in order to allow for the expansion that 
takes place in the volume of the water when heated, and which, other- 
wise, would inevitably burst the pipes, however strong they may be; 
water possessing but a small degree of elasticity. The advantages 
of the high pressure system are: 


(1). That the pipes do not require filling, and water practically 
lasts for an unlimited period. 


(2). The water is very easily raised to a high temperature. 

(3). Small pipes less unsightly than large pipes. 

(4). Cheaper in first cost, but more expensive in maintenance. 
(The disadvantages are: 

(1). The high temperature of pipe and the consequent liability, 
without precaution, of setting fire to buildings and the scorching of 
dust which settles on the pipes. 

(2). Possibility of explosion (which of course with proper treat- 
ment is reduced to a mimimum). 

(3). Temperature, although quickly raised, as quickly falls unless 
attention is paid to the heating apparatus. 

The Low Pressure or Open System is an open system of large 
pipes, generally 1, 2, 3 or 4 inches in diameter, placed in a continuous 
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circuit and warmed by a saddle back boiler. From the upper part 


is taken an open expansion pipe. The low pressure system may be 


fitted up in connection with the kitchen boiler, and thus the heat of 
the kitchen fire utilized for heating the house, as well as supplying 
hot water for domestic purposes. 

The advantages of this system are: 

(1). Cheaper in maintenance. 

(2). Retains heat for a longer period. 

The disadvantages are: 

(1). Unsightliness of large pipes. 

(2). Difficulty of application to complicated buildings. 

(3). The heat requires a longer time to generate. 

Steam, at high or low pressure, is also used for heating purposes, 
but not in general for the class of house we are referring to in [eng 
land, but it is largely used in the United States, where great care has 
been expended on the appliances necessary for its production and 
circulation. 

The hot air system consists in having a stove in a chamber in the 
basement, to which fresh air is admitted and warmed and passed by 
ducts or hot air pipes direct to the rooms themselves. It has often 
been attempted to heat the house entirely by this method, placing 
inlets and outlets in each room and thus avoiding fireplaces entirely, 
but it has not been found an acceptable method for heating a house. 
If it is adopted for heating the halls and passages care should b. 
taken that cellar or ground air is not distributed throughout thi 
house, but the air to be heated should be taken 6 feet from 
the ground by specially constructed air ducts from opposite 
sides of the house. The air chamber itself should be quite impervious 
to ground air and provided with a smooth cement floor and walls. 
An evaporating pan should be kept-full of water in order to keep the 
air sufficiently moist and an air filter should be in use where the 
air is liable to be charged with impurities as in London or large 
towns. In my opinion, already expressed, none of these svstems 
should supersede the open fire for sitting-rooms, but it should be 
used for warming the house generally in conjunction with the open 
fireplace. 

Gas fires are often used, and in the case of bedrooms or in rooms 
likely to be used for a short time only they have been found 
useful. They should of course always have a flue, as in a coal fire, to 
take off the fumes of combustion, as these are most injurious to 
health. In addition a tray of water which need not necessarily be 
of an ugly description should be placed in front of the fire in order to 
keep the air of the room sufficiently moist. 

The matter of gas cooking it is hardly our province to touch 
upon, but if gas is burnt in properly constructed ranges in which the 
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air can get to the articles to be roasted, there is no doubt it is equally 
efficacious as an open fire, and when we remember that you have 
your fire at once by turning on a tap, without smoke or soot or a 
large amount of coal wasted, and that you can as easily turn if off 
there is a great deal to be said for it on economic grounds. 

Ventilation—The object of ventilation is, shortly, to remove the 
foul air in a room or building and to provide fresh air to take its 
place. 

The principles to be remembered are: 

(1). That air when heated expands and rises. 

(2). That fresh air is lighter than foul air of the same temperature. 

(3). That warm air is lighter than cold air of the same density. 

Ventilation may be divided into natural and artificial. The latter 
being further subdivided into plenum and vacuum. In general the 
fireplace is the ventilating agent by which our rooms are kept hab- 
itable. Artificial ventilation is costly and difficult to manage, and is 
always liable to get out of order, and is not used for the class of 
buildings about which we are writing. For their purpose we must 
provide inlets which should be placed near the warmest parts of the 
room, and not on an outside wall (which is usually made use of), and 
thus the incoming cold air will tend to equalize the temperature of 
the room. The inlet should be placed about the levels of the heads 
of the occupant so as not to cause draughts, i. e., about 6 feet high. 
ithe form of inlet, so long known as a Tobin’s Tube, is an admirable 
plan for the admission of air, and by means of a butterfly valve is un- 
der the control of the occupant. In very cold weather, in order to 
avoid cooling the room too much, half the fresh air admitted should 
be warmed up to 60°. The outlet for the foul air is in the majority 
of dwelling-rooms the fireplace, but special flues are sometimes built 
with extracts at the ceiling level. We have used with success for 
this purpose the combined flue pipe and ventilating pipe, made by 
Messrs. Doulton, in which by the side of the flue pipe, but distinct 
from it is the space for carrying off the vitiated air which is of course 
helped in its upward tendency by the heat of the chimney connected 
with it. A jet of gas kept burning at the top end of the vent pipe 
will also help to keep a continuous motion up the pipe. The sub- 
ject of ventilation is so vast and so many complications are likely to 
arise that of course we do not pretend to deal with it in this small 
space, but the above hints may be found useful. 

Lighting.—Either oil, gas or electricity is used. Gas, as is well 
known, vitiates the air of the apartment and renders it unfit for oc- 
cupation unless the room is properly supplied with outlets, and in 
dealing with these we must remember that one jet of gas vitiates as 
much air as two grown-up men, and ventilation must be allowed for 
accordingly. In a small-sized room, the well-known central gasalier 

Vol. VIII.—4—5. 
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is, we think, a mistake as it apparently decreases the size of the 
room, and is not in that position to my mind in harmony with the 
adjuncts of a small room. If gas is used a couple of brackets on 
the chimney piece is a better position, but personally for sitting- 
rooms, at any rate, we are not in favor of gas as an illuminant because 
of the unhealthy atmosphere it creates. It has also a destructive effect 
on pictures, wall paper and ceiling alike, and for the centre of the 
table at dinner or for reading a well shaded and well trimmed oil 
lamp is much to be preferred, and preferably one of the Defries’ pat- 
tern, which are what is known as safety lamps, and which go out if 
by any means they are knocked over. 

Nothing could be better than the electric light, and it is no doubt 
coming to the front at last, and is to be had even now in many of the 
suburbs of London, and we may look forward to its general use in 
the near future when it will be as natural to lay it on to a house as 
it is now with gas. In the meantime our advice is use oil in prefer- 
ence to gas for your sitting-rooms. 

In drawing our necessarily brief and condensed notes to a con- 
clusion, we may remind our readers that we have touched upon the 
three main points of sanitation in connection with the house, the site, 
the drainage, and the heating, lighting and ventilation. In the two 
former articles of this series upon the smaller houses of our provinces 
and suburbs, we treated in No. 1 of plan and design, in No. 2 of con- 
struction, while in a future article No. 4 we shall deal with interiors 


and decoration, giving special photographic illustrations of the best 


modern work. 


Banister F. Fletcher. 
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DRY GOODS STORE. 
State and Madison Streets, Chicago, III. Louis H. Sullivan, Architect. 
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OFFICES OF MESSRS. ISMAY, IMRIE & CO. 
Liverpool, Eng. Messrs. R. Norman Shaw, R. A. and J. Francis Doyle, Architects. 
(From “The Architect,’’ London.) 














THE NEW OPERA COMIQUE. 
Paris, France. M. Bernier, Architect. 
(From ‘‘The Builder,’’ London.) 
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Pinner, England. Ernest George & Yeates, Architects. 
(From ‘‘The Architect,’’ London.) 
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NEW OFFICE BUILDING. 
84 Broadway, and 3 and 5 Wall St., New York City. W. Wheeler Smith, Architect. 
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J PRINCIPLES OF ARCHITECTURAL COMPOSITION. 
XI. 


Theoretical Basis. 


‘may seem to some that in the foregoing pages an undue 

stress has been placed upon the number three. Our in- 
sistence upon it has not been a reminiscence of the super- 
stitious reverence that has in the past attached to the 
number, but is based upon certain qualities therein in- 
herent and easily explicable. 

As used in composition, the only mystical property assignable 
to the sacred number is the fact that two and one are three. That is 
to say, that, by a slight difference in accentuation of parts, a single 
group becomes a double one, and a double becomes a triple; it 
is in the power of the designer to pass from one to the other often 
without destroying, or even injuring the design for practical use or 
in constructive facility. 








} 4 . a | { | 
Leabanenbrasbeaal PERS 
| | 
i an 
2 236. By an increase in ~ — quay ta 
relative sizethe piers count ie 1) ae S98 
235. A single arched as theelements of a double ‘oie eae, 
opening. The niches in the group; the arch is reduced 237. The niches in the piers are 
piers count merely as de- to a link between them. here increased until they count as 
tails in their treatment. The arch should be still members in a triple group of arches 
smaller than here shown, 
for due subordination. 





At 235 we have the outline of the ordinary triumphal arch. It is 
ciearly a single arch; the abutments, although there are two of them, 
are quite subordinate, nothing more than the support of it. But, 
should we need to change the scheme, we may, at any moment, 
shrink the arch, and magnify the abutment masses into a group of 
two—towers, or something of the sort—with a moderate gateway 
to connect them. The sides have become the leading motive; the 
central part subordinate, 236. 

Or we may do still a different thing by increasing the side parts, 

> 


leaving the central undiminished, 7 the niches growing into 
5 dD 5 5 
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archways, comparable, though not equal, to the central, the whole 
constituting a triple group of arches. 

In the desire to maintain the identity of the object through the 
different variations, regard for the proportions of the parts has 
been relaxed, leaving the sketches rather crude, but sufficient to 
illustrate the point in question. 

These transformations shed light upon the just-mentioned mys- 
tical property of the number three. Every architectural object con- 
sists of a central part and two sides, the central usually a void, the 
lateral solids. Architecture is, indeed, in its essence, the surround- 
ing or limiting of voids with solids. The building itself is a part of 
space, surrounded by walls and topped by a roof; while the most 
important architectural objects are the holes made in the walls— 
windows, or doors, or intercolumniations—each of which is a void 
flanked by pier or column and topped by lintel or architrave. 

Thus it is that three leading parts, one centre and two sides, be- 
come a definite category of architectural thought, to which the 
mind intuitively reverts, even though the central object cease to 
be a void and become a mass, or the laterals cease to 
be solids and become openings; and even though the sides, in the 
case of double grouping, become more important than the central 
part. 

So again a group of three intercolumniations, as at 238, by the 
shifting of the intermediate columns toward the sides, becomes a 
single opening between coupled columns, 239; shifting them to- 

2 ? ae 

\f 7 } 5 -—— % 

} | aan 

|| HH 
St JUL 

Poston 

238 233 
238. Triple openings 239. The same,with 

intermediate columns 


moved so as to leave 
a single opening. 


_stesemessiy. 5S 
241 

240. The same,with 241. The same as 242. The same as 
intermediate columns 240, with exterior 240, with exterior- 
moved toward the tral column. coupled columns. 
centre, leaving double 
openings. 


ward the centre gives double openings with a double column in the 


middle and single at the sides, 240, not a very satisfactory arrange- 
ment, certainly, but perhaps as much so as that with three single 
columns, 241. But if we double the columns at the sides, as at 242, 
a perfectly satisfactory result is obtained. 
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In passing we may glance at 243, a Greek example, in which the 
designer seems to have hit off precisely the amount of widening that 
the central opening will bear, with the corresponding reduction of 
the side openings, without reducing the latter to spaces between 
coupled columns and with distinct preservation of a sense of three 
openings. 


243. Gate of the Agora at Athens. 
The middle opening is widened as much as possible with- 
out losing the identity of the lateral as members in a triple 
group of openings. 


Through all the different stages of composition we have it in our 
power to pass from one accentuation to another, to express the cen- 
tre and subordinate the sides, to make the sides the most important 
and to suppress .the centre, or finally to give full force to all three, 
either equally or with the middle predominating. 


This seems to be the real reason why three leading masses is the 
largest number that can be coherently united. This reasoning ap- 
plies to unsymmetrical groups as well as to symmetrical, for in the 
former as well as in the latter it is essential that the objects should 
be nearly the same size and nearly of the same general appearance. 
The double unequal group at 244 depends for its proper expression 
upon the approach to equality of the unequal members, as well as 
upon their general similarity of appearance. This studied differ 
ence in size was a favorite device of the medizval designers to add 
interest and poetry to their creations. At 245 is a modern instance 
of the same sort of thing, although upon a much humbler scale. 
Here the general similarity of each mass—house and barn—is very 
marked. Each has a hipped roof, of equal pitch, with an appendage 
similarly attached to each, and with a small dormer upon each. Each 
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244. St. Jean des Vignes, Soissons. 

Group of two unequals. Such a group must havethe members 
approximately equal and nearly similar in treatment. In this 
case each feature above the upper string-course is repeated and 
shortened in the smaller tower. The lateral buttresses are so 
arranged as to give the effect of greater width to the higher 
tower. 


also has a single subordinate mass, with a difference; that upon the 
house being a round tower, carefully subordinated in height, while 
that upon the barn is a ventilator on top. This example carries the 


subordination of the central part to an extreme point, nothing being 


left of it but a fence, yet from a pictorial point of view the result is 
quite satisfactory. 

An unsymmetrical triple group is shown at 246, where again im 
spite of the lack of symmetry the sense of centre and sides is very 
marked. Another example is at 247, although in this the centrak 
gable has a subordinate tower grouped with it. The wings are very 
different from each other, yet the sense of one being on each side 
is distinct. 


Vol. VIIT.—4—6. 























245. House and Stable at Bethlehem, Pa. 
As in 244, the treatment of both members is very nearly alike. 





246. A Double Private House in Heidelberg. 


The entire lack of symmetry in the lateral members does not in the least detract 
from the sense of triplicity in the group. 


247. Union Passenger Station at Ogden, Utah. 
The sense of triplicity in the grouping of the gables is not diminished by the asym- 
metry of the terminal gables. 
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Incidentally, it might be desired that the tower should either be a 
little smaller and stand on the same plane as the middle gable, and 
a little closer to it; or else should be much larger, large enough to 
dominate the whole group, and stand somewhere back, allowing 
the central gable to be completed. 

Such a group as 248, although it exhibits three objects, is not prop- 
erly a triple group; the unlikeness of the members renders such a 
conclusion antagonistic to sense. It is a single object of predom- 


tae mt sora a z 
tog rs ee ’ 
248. Entrance to the Antwerp 

Exposition of 1885. Although 

there are three objects,their dis- 

similarity in size and shape for- 

bids classing it as atriple group. 
inating size, with a subordinate double group, corresponding with 
a single opening flanked by coupled columns; the spaces between 
the columns do not count at all as openings, on account of their 
lesser size and different proportions. Each of these groups passes 
into another with perfect flexibility in the hands of the designer, and 
to make such transitions he must always hold himself ready. 


XIT. 


Transformation of Motives. 


The classification of a composition depends upon the predomi- 
nant group, and this is often determined by a very small difference. 
A very frequent motive for small houses is shown in 249, in which 
the main body of the house is a single object, the front gable a sin- 
gle subordinate object upon it. 


249. Motive for a small house. A single 200. Same as 249. Ridge of subordinate 
front gable as a subordinate mass. gable raised to level of main ridge. A faulty 
composition. 
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If the ridge of the latter be raised to the same height as that of the 
former, 250, we have the elements of a bad composition. There is 
no telling, as we look at it, which is the leading part. Many carpen- 
ters’ houses that might otherwise be fairly satisfactory are spoiled 
by this very fault. 

But as soon as the ridge of the front gable overtops that of the 
house behind, 251, we have a new and excellent group, the front 
gable becomes the dominant single mass; the rest of the house is 
reduced to two appendages. 


251. Same as 249. Ridge of front gable 
raised still more, until it has become the 
principal mass. 


So, again, in the case of a double group, as 252. It is necessary 


for a satisfactory result that the ridge of the link should be lower 
than those of the two masses. If the need for garret room, or other 
exigency, require the ridge of the link to be higher than this limit 


252. The ridge of the link must be lower than those 


of the members of the group. 


it is hardly permissible to raise it to the same height as those of the 
members of the group. Under certain circumstances, as where 
there is sufficient relief of the masses in plan, it may be raised to an 
equal height; but if the conditions demand a still greater elevation 
we may raise it higher only by changing the motive, prolonging 
the building until the ridge of the link becomes the main ridge, 253, 


and the two gables are reduced to subordinate masses upon it. 
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Or, if we need added length, without any more height, we may 
leave the link as it was, and put the additional length in the form of 
appendages, taking care to keep the ridges of these even lower than 
that of the link for proper effect, 254. 


A 


rest Wes. ile 


Ww oa ’ 


253. Ridge of link raised above those of members; 
the latter becoming subordinate masses upon a single 
main mass, 


In each case it is the predominance of the ridges that determines 
the group, and it is essential that one arrangement or the other should 
be defined unmistakably as the principal motive of the composition. 

In this way the designer who understands, or feels without un- 
derstanding, the rules of combination by which he must be guided, 
holds his problem fluent in his hand; adding here, to accommodate 
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254. Ridge of link not raised. Building extended 
by appendages, whose ridges are yet lower than that 
of the link. 


any unprovided-for room by an unsymmetrical appendage, or a sub- 
ordinate mass projecting boldly forward; but always maintaining a 
proper dominance of the motive which he has adopted, or, if occa- 
sion require a change of motive, insisting as clearly upon the new 
one. 

Not for a moment must it be supposed that anything like the in- 
flexible stiffness of the last half-dozen sketches is the ideal of the 
designer. In elucidating the principles, simplicity of grouping must 
be the first thought, and stiffness is the inevitable accompaniment. 

But in practice it is quite a different matter. As long as the lead- 
ing motive is explained and not obscured by them, uncatalogued 
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and uncataloguable variations are not merely permissible, but add 
grace and charm to what might be without them prosaic and cold. 
The house shown at 255, for instance, is, in its leading motive, a 
single mass, with two unequal gables as subordinate masses. There 
is, however, another almost symmetrical subordinate group of two 
turrets, set quite unsymmetrically with reference to the gables. 


255. Double unsymmetrical group of gables, with an ad- 
ditional double symmetrical group of turrets. 


One of the gables, too, runs down on one side, quite regardless 
of anything else, yet notwithstanding all these irregularities, the 
main motive of the two gables is not in the least obscured. 








one am 


> 
re ~ 


i 
i 





my 


256. The smaller gable, upon the right-hand appendage, suggests a double group 
in connection with the gable of the principal mass. 


In 256 the primary group is the large single gable, with the rest 


of the house attached on each side as appendages. The addition of 


the smaller gable, giving in connection with the main gable a faint 
suggestion of a double unequal group, adds interest to the whole 
composition. 
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Another complex group is at 257. It is a group of two unequal 
masses, differing from each other in elevation and even more in plan. 
The largest mass is at the left, and it is composed itself of two un- 
equal masses, the gables, also irregular in plan, and a subordinate 
mass, the octagonal turret. The smaller of the leading masses is a 


257. Denby Hall, Bryn Mawr College. 


A complex double group; the larger member is itself a double group with a sub- 
ordinate turret. 


simple gable, elaborated by a single gable placed on the return as a 
subordinate mass. Although so irregular, the group is as articulate 
and coherent as the most absolutely symmetrical combination could 
be. 

On the other hand, a symmetrical grouping is shown at 258, in 
which each of two equal masses is combined with a tower as a sub- 


258. Another complex double group. Each member has a tower 
attached as a subordinate mass. 
ordinate mass. Incidentally it may be remarked that the slight 
variation in detail in the disposition of the openings, upon the fronts 
of both the wings and the attached towers, does not at all detract 
from the symmetry of the whole composition. Again, at 259, is 
another compound symmetrical group. The principal mass is a 
group of two gables and there are two appendages; the more dis- 
tant scarcely distinguishable, except to permit us to say that it is 
quite different, in plan as well as in elevation, from the nearer. The 
latter, the appendage on the left, is compounded with another ap- 
pendage, marked by a break in the roof line, and by a subordinate 
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mass, which is a double gable like the principal mass. The roof of 


the appendage is rather muddled with three detailed gables, all dx- 
ferent: it would have been better if the smallest might have been 
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259. Piggot’s Manor, Hertfordshire. 
A complex group of single principal mass with two appendages, all 
parts asymmetrical and compound. 


thrice repeated. The distant appendage also seems to have the 
ridge a little too high, although it is too much obscured by the 
principal mass to speak positively. The whole is a coherent and 


pleasing composition. 


260. House at Chestnut Hill, Mass. 


The main gable and those of the dormers are alike in treatment. 
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261. House at Chestnut Hill, Mass. 
again the hipped dormers correspond to the hipped main roof. 
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In the disposition of details upon the principal and subordinate 
masses, the most general caution to be observed is that the same 
general character should mark both the details and the masses. 
Thus, in 260, the gablets of the dormers repeat the gable of the 


building; in 261 both mass and dormers are covered with hipped 


262. Buchan Hall, Sussex. 
The treatment of all the gables of main roof and dormers is as much alike as possible. 


roofs. In 262, which, by the way, is another admirable example of 
group, all the gables, both of 
masses and details are treated as nearly alike as the difference in 
size will permit. Every one is crowned with a small pediment, 
flanked by two pinnacles, divided horizontally by mouldings and 
perpendicularly by colonnettes. 


a coherent, although unsymmetrical 


! 


263. House at East Orange. 


Another example of the happy effect of similar treatment of 


parts varying in size 
and importance. 


A more simple, and as marked, example is at 263, where the sim- 


ilarity and the excellence of effect thereby produced are conspicu- 
ous. 
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For certain definite purposes, however, precisely the opposite 
course must be pursued, and treatment must be used, varying ac- 
cording to the circumstances of the case. 

At 264 is a composition of a double group, the two large gables, 
united by a link. To this is added an appendage, the lower wing at 
the right, and a single subordinate mass,the tower. The dormers upon 


264. Passenger Station at Cheyenne, Wyo. 
In this case the dormers of the appendage are suppressed as much as possible, to mark 
it as an appendage. 


the link are treated with hipped roofs, and not with gablets, in order 
to more clearly limit the height of the wall of the link to one story, 
thereby distinguishing masses from link as perfectly as_ possible. 
Upon the appendage, the dormers are kept low, flat and inconspicu- 
ous, to aid in asserting the subordination of this part of the building. 

Sometimes, too, details are grouped upon the background which 
the building itself affords, very much as if they were an independent 
composition. In this case, again, they must be of such a character as 
will make clear the grouping that is intended. 

Such a treatment is at 265, the datum given being an unmanage- 
able second story projecting through a gambrel roof, presenting a 
continuous vertical wall, of the height of the second story windows, 


265. House at Little Harbor, N. H. The dormers are arranged as an unsymmetrical 
triple group. 


or a little more, which must be gracefully roofed. It has been skil- 
fully done. The character of all the dormer roofs, as usually befits a 
minor composition upon a larger mass, is different from that of the 
main roof. That is a gambrel gable; these are hipped, square or oc- 
tagonal, and they form a group of three members, the central octa- 


gonal, the side square, connected by a low, straight line produced by 
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bringing the main roof down at a lower pitch. The same sort of thing 
might have been do.1e in several different ways. Two octagons might 
have been formed, the present and another on the left, in place of one 


® 
B 


266. Private House, Paris. 
The pavilion is a single subordinate mass; the dormers and other details are sepa- 
rately composed in a double grouping. 


267. House at Hampstead, England. 


An interesting parallel to 266. Here, however, the details are a triple group. 


of the square dormers. Or the present octagon dormer might have 
been enlarged, which would not have looked well, and so on, but a 
more pleasing result it would have been hard to reach. 

266 and 267 are a pair of rather curious examples of parallel mo- 
tives in quite different styles, one modern French and one modern 
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English, both good of their kind and both quite characteristic. Both 
are single masses, with straight front walls and high pitched straight 
roofs, ending at gable walls, actual or potential. Each 
is provided with a single subordinate mass; that in 266 being at the 
extreme right hand of the facade, a graceful French Renaissance pa- 
vilion with hipped roof; the other at the extreme left hand, an unpre- 
tending English bay, also with hipped roof. 

‘The rest of the detail in both examples is treated as a_ separate 
composition, in the English specimen, a group of three equal mem- 
bers, in the French, a composition of two members joined by a link, 
the openings in the first story and the dormers on the roof being 
suitably modified to carry out this impression. 


Such examples as these, in which designers of schools so opposite 


as to be almost antagonistic, have arrived at so nearly the same solu- 
tion of a problem, indicate how closely such schools are really con- 
nected, notwithstanding superficial separation. They show, too, how 
necessary it is in laying down the law in such matters to avoid dog- 
matism, as a skilful designer will always be ready to avail himself of 
new and untried combinations. 

But where no special difficulty is to be overcome, the handling of 
the masses of a design, with the aid of the rules that have been eluci- 
dated, becomes almost a mechanical matter. 

Each group that we have indicated becomes clearly fixed in the 
mind, with its variations and modifications; one gliding into the 
other by such easy changes, and the limits of possible changes being 
definitely fixed, that we are restrained from false steps, and soon 
learn to instinctively assign to each new plan its appropriate treat- 
ment. 

Each arrangement, too, we learn to think of as independent of 
“style”; as indeed, practicable in any style, although some may lend 
themselves more readily to one sort of treatment than another. 

Thus the three designs shown on page 449 are all of the same mo- 
tive, adapted in treatment to different styles. The motive of each is a 
single mass, with one subordinate mass placed unsymmetrically, and 
with two appendages, one of which also has a subordinate mass, 
placed also unsymmetrically. 

The first, 268, shows the motive treated in modern rural style, a de- 
sign suited, perhaps, for a country hotel. In this case one of the ap- 
pendages is placed diagonally in plan, without influencing the mo- 
tive. All of the three roofs of main mass and of both appendages are 
made with gables and long ridges. Hipped roofs for all might have 
been adopted just as well, as far as the unity of the design is con- 
cerned, or the main roof might have been gabled, and the appendage 
roofs hipped. The single subordinate mass is applied in the form of 
an oriel turret. This turret is not started from the ground, because 
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such treatment would destroy its proportion to the masses. ‘These 
latter are all open rectangles, rather “chunky” in build, and the 
chunkiness of the turret which is obtained by shortening it is quite 


268. A composition of a single mass with one subordinate mass and two appendages. 
in keeping. Moreover, keeping it up from the ground accentuates 
the line above the first story, which runs through mass and appen- 
dages, subdividing the design horizontally into two parts, an effect 
ao at 
a aerate s 


ary) nan ana | 


L—- 


<= r 
nan RR rel 


269. The same composition as 268, in an entirely different style 
which would be antagonized and spoiled if the tower were carried to 
the ground. 

The next, 269, is an application of a horizontal Italian style, to the 


same motive. Deference to precedent urges us to straighten out, in 








270. The same composition as 268 and 269, but differing in style from both of them. 


plan, the appendage that was before diagonal. The treatment of all 
‘the roofs is low and flat, scarcely showing above the cornices ; and the 
projection of the latter is somewhat more than in proportion to the 


dimensions of the separate. members, rather to those of the group as 
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a whole. It would be fatal to allow this to be cut into by a turret: the 
subordinate mass accordingly is chopped off at the top as well as the 
bottom, and the roof of it flattened to match the other roofs. At 270 
is the same motive again in Gothic treatment. 

The detail appropriate to that style cuts the masses up into narrow 
vertical slices, quite subordinating the horizontal lines. In harmony 
with this the turret is prolonged both downward to the ground and 
upward above the main roof. All the roofs are of steep pitch, and 
the subordinate oriel window which adorned one of the appendages 
in the two preceding examples is omitted, as more in keeping with 
Gothic work. 


XIV. 
Double Composition. 


A few words of further explanation upon the question of ‘double 
composition,” once before referred to, may be in place. 

It is well known that two like objects set side by side, unless the 
junction is properly managed, look exceedingly ill. This fault is 
called “double composition,” and is so well recognized that it is not 
easy to find very good examples. 

The chief cause of error in this respect is the failure to make the 


connecting link sufficiently evident. A fair example is at 271. From 


271. The too great retreat of the link renders this almost a case of “double compo- 
sition.”’ 
the point of view of the picture the link is quite visible, and the 
“doubleness” not so striking, but if the spectator should stand a little 
further on one side the link would pass out of sight and the “double- 
ness”’ become manifest. 

A similar fault often occurs in New York apartment houses, where 
two houses standing back to back occupy the whole frontage at the 
end of a block. Sometimes the defect is partly remedied by the ad- 
dition of a colonnade to connect the two buildings. 
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So in 272 the two parts of the building would not look well were 


they not connected by the porch, which the architect has, very judi- 
ciously, carried through two stories. 


t Ht 3 i A: 





272. This design is rescued from the charge of ‘‘double composition’’ bythe prominence 
of the projecting porch. 


These two are examples of principal masses, with reference to the 


defect in question. As for subordinate masses and details it is much 
i 
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273. Hotel de Ville, Ambroise. The double treatment is united by the high roof 
of the building. 


easier to avoid “double composition” ; because they are so well uni- 
ted by the background of the mass upon which they occur, that often 
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no other connection is needed. At 273 is a pair of dormers, which 
would certainly fall under condemnation were it not for the large 
roof behind them, which ties them together; as it is they barely es- 


cape it. Another instance, which is scarcely redeemed by the pres- 


274. Parish School, Charleton, Devon. 
The main mass behind is barely large enough to properly unite the two gables. 


ence of the principal mass behind, is at 274, the two gabled masses 
not looking so well as if they were connected by something flush, or 
nearly flush, with the face of them. 

Sometimes the welding is done by the addition of a subordinate 
object, of which a particularly fine instance is at 275; the two gables 


275. Church of English Martyrs, York. 


The two gables, which without it would be a flagrant case of ‘‘double composition,’’ 
are admirably united by the central tourelle. 





276. Postoffice, Surbiton, England The central doorway serves to unite the double 
treatment. 


+ 


TTT 
Lill /| l LULL 
mM 


WINNT 


Residence of 
~ Mr Peretval Knauth - 
aan 


West Seventy Siu, 
277. Private House, 


The wreath in the fourth story unites the double treatment of third and fourth stories 


Vol. VIII.—4—7. 
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would look badly without the clever turret between, which “pulls 


them together.” 






Very often the addition of a central detail of this kind will have the 






desired unifying effect. 276 is a case in point, where the central door- 





way is so used, also the window above it has some effect of connect- 






ing the double motive, although this effect would be greater if the 






window were oval, or circular, or a cartouche, or something differ- 






ing more from the windows on each side. 277 is another case, in 






which the wreath between the two fourth story windows has a won 





derful effect in connecting the two windows of third as well as those of 






the fourth story; and again, at 278, the canopied balcony connects 
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27S. Rathhaus, Ratisbon. Double treat ment united by central balcony. 





the double motive of the front. There are other ways of uniting two 





objects that are not sufficiently well connected. Two gables stand- 







ing side by side are apt to fall under the charge of “double composi- 








279. Llewellyn Almshouses. 


Double gabled treatment united by heavy overhang of gables. 





tion” unless measures are taken to join them. Usually a heavy 





projection is managed, either just below them, as is seen in the 





double gables in 279; or a series of marked horizontal lines in the 


el 
mass below, as at 280, forms an adequate bond. Sometimes they are 
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280. Double gables united by marked horizontal lines 


laid together bodily, as at 281, 282, a part of each being chopped off 
in order to unite the two into a whole. 

In one frequently recurring requirement of design “double com- 
position” is imminent. In every couplet window, with a central 





“Sl. Private house at Detroit, Mich. Double gables united by juxtaposition and merging 
together 
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282. House at Interlaken, Fla. Same as 2X1. 


mullion, the tendency to double is felt. If in any way the individual- 
ity of the mullion is too marked, as by making it a column, it is al- 
most sure to involve “double composition.” 

Accordingly in almost all arched couplets we find three columns 
or columns are used, and in the rare cases in which a colonnette is 
used for a mullion in a square-headed opening, the situation is often 
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rescued by putting a row of such openings together, and over- 
coming the effect of individuality, that with one column would de- 
tract from the desired effect of a duplex opening, by the appearance: 
of continuity in the succession of both columns and openings. 


XV. 


Criticisms. 


When such a design as 283 is presented for our opinion as to its 
merits, it is easy to speak the word of condemnation without hesita 


tion; not so easy to name and classify our objections, and show how 


A design for critical analysis 


the faults discovered may be removed. By the aid of what we hav 
learned, however, we may hope to succeed in the attempt. 
The first really critical thought is that the mass of the building 


predominates ; all of the towers and other projections, whatever thei 


merits or defects, are subordinate to the building itself. 

Our next thought is that the arrangement of octagon tower rooi, 
dermer and circular bay upon the front is hardly clear; there seems 
some intention of uniting the tower and bay in a group of two by the 
balcony at the second story, but the dormer is so large and self-as 
sertive that, above, it looks more like a group of three. Do away 
with the dormer entirely, let the attic go without light if need be— 
light has nothing to do with appearance—and it is at once much 





improved. 
The tower and bay are still at variance, and they must be made of 
similar character before they can be united. The conception of the 
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designer seems to have been that of a group of two unequals, and 
this is quite practicable. In order to make such a group we must 
widen the large tower in order to make its dimensions proportion- 
ate to those of the bay, and we must also make both bay and tower 
either circular or octagonal in plan, thus, 284. 





2S4 The same as YS3, with the large front dormer removed,and the towers made 
] 


milar in treatment, although of different sizes 

Incidentally, we abolish the octagonal bay on the side of the 
building. It is rarely advisable to use anything like the same treat- 
ment on the side and front of a building. One or the other should 
receive the principal treatment, not both the same. So if we must 
have a bay at the side we should take off the roof and terminate it 
with a baleony only; or, better still, stop it at the second story. 

ven as we have made it the design is not yet satisfactory. The 


reason is that, in making the larger tower proportionate to the 





!2S5, The same as 284, but the towers reduced to a group of double equal subordinate 


masses. 


smaller, we have made it too large to appear quite as a subordinate 
mass. We must give up the idea of a double unequal group and 


make a double group of equals as at 285. The composition now is 
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much improved, although the details of windows, corner tourell- 
ettes, and others are yet susceptible of improvement. 

As for lighting our attic, it must go unlighted, or at the most re- 
ceive a glimmer through the smallest possible roof slits, none at all 
would look best. If a brilliant light is indispensable we must put 
three large dormers on the front slope of the roof and take away 
our bays entirely. The two treatments cannot be combined, 286. 

A very fine example of hesitation in subordinating the members 
of a group is shown at 287. Here are three objects—a tower, a 
gable, and a pavilion, all of about equal size, none of the three pre- 
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286. The original design of 283 modified in an opposite direction, the towers « mitted 
and triple dormers developed 
dominating sufficiently to enable us to say whether it is a group of 
one, two or three parts. Nor is any of them large enough to be re- 


garded as subordinating the main bulk of the building to a mere ap- 





287. Another example for critical analysis. 


pendage; nor small enough to reduce itself to a subordinate mass 
upon the building. 

So that we must first make up our minds as to this latter point, 
whether the objects are to be principal or subordinate masses— 
whether the composition is to be one large thing, with several small 
things upon it; or whether it is to be a group of things of varying 


sizes, each properly related to the other. 
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Beginning with the former arrangement we have as a foundation 
a perfectly straightforward, square building—very safe and satistac- 
torv as a motive at all times, 288. It has a mansard roof, somewhat 


288. The base upon which 287 is composed 


difficult to treat—more difficult upon an isolated building, such as 
this is, than upon a facade. Moreover, the proportions of the stories 
and of the roof are unsatisfactory. 


Leaving these for the moment, for we must not lose sight entirely 
Pan) > * 


of the building that we are analyzing, we endeavor to restore some 


289. An attempt to recompose Round tower omitted and replaced by 
a symmetrical pavilion 


of the objects, as in 289, wherein we have changed the round tower 


into a pavilion, knowing well that three unlike and equal objects 
cannot be united in a group. 


We hop. by doing this to obtain a 


290. The same, with the central gable abandoned and a pavilion like the sides substituted- 


group of three, the central unlike the sic 
them. Our hope fails us. 


les, and predominating over 
The central mass is not 


big enough to 
dominate the group; besides, there is a painful lack of similarity be- 
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tween its slope and that of the side pavilions: we must assimilate it 


to the others, and make a group of three like masses, 290, which is 





fairly practicable, although the details and proportions need much 






further study. 






As to faults of proportion, one thing especially comes to our at- 





tention—the narrowness of the link walls, and the lack of similar- 














ity between their dimensions and those of the pavilions. The windows, ‘ 
too, seem to be crowded in, but the idea of being crowded is an intel- 
lectual and not an esthetic one; the real esthetic defect is the com- 
parative broadness of the pavilions contrasted with the narrowness 
of the curtain walls between them. 
With the view of obtaining a broader link space we determine to 
trv a double grouping as at 291. This promises better results. The 


291 Central pavilion omitted and composition changed to double motive 


effect of the pavilion at the nearest angle, however, is unfortunate: it 
is not clear whether the pavilions are subordinate or principal 
masses. We therefore relinquish the motive that we have hitherto 
pursued and determine to make them definitely the latter by raising 


their ridges as in 202. 


mats 


“2. The same as 291, with the members increased and the link subordinated 


Not one of the motives that we have thus obtained is satisfactory 








until much more study has been given to it than we can afford to 





1 
} 


give here. Enough has been said to indicate the methods by which 





our efforts at improving the design should proceed. 
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203 Another example for critical analysis Masses not properly subordinated 


In 293, apart from the lack of grace which occurs in all parts, the 
fundamental error is the same as in 287; the pavilions and other 
parts that are upon both front and side are either too large 
for the building or the building is too large for them, 
They must all be very much lessened and properly disposed upon 
the building as subordinate masses: or else very much increased ; 
and, in this latter case the number of them must be diminished. Be- 
sides this the treatment of the side must be less individualized: it is al- 
most impossible to treat successfully both a front and an adjacent 
side with important central masses. 

So frequent and so fatal is this last error that one or two added 
examples may well be examined. An excellent illustration is shown 
in 294. Although there are other points that might be criticized, by 
far the most interesting is the ill effect of the exactly similar treat- 
ment of front and side. The reason is that the whole art of obtaining 
unity in a design is the observance of a due subordination in the 
various parts. (ne side or the other, either front or return, must in 
some way predominate in treatment. If our design is a simple ped- 
imented or gabled mass, the pediment or gable is sufficient to give 
nredominance to the side on which it occurs: if, on the other hand, 


one side is distinguished by a certain) grouping of subordinate 
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294. Illustrating the unfortunate effect of treating both front and side alike 


masses, some entirely different treatment is needed for the adja- 
cent side. 

There are innumerable houses of the most modest dimensions 
and extremely bad design, that are erected every year by builders 
who regard themselves as architects, but lack the chief requisite to 
justify such a view—the power to make an agreeable composition. 
At 295 is an instance of which the faults may at once be pointed out : 





295. Design for critical analysis. The 296. The same as 295 with the exces 
front dormer is excessive, if it is meant sive dormer reduced. 


to be a subordinate feature. 








the most serious is the exccssive size of the front gable. This is 
clearly meant to be a subordinate mass, as indicated by its bracket- 
ed support; its excess in height above the main ridge, however, 
quite contradicts this assumption. 

In order to make it tenable we must lower the front gable as in 


1 


296. This is an improvement, but it still leaves us in trouble with 











—. 
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our piazza. Any marked horizontal line which stops short as this 
does of the horizontal lines of the principal mass, is difficult to man- 
age. It is almost as bad if it is returned at one end and not at the 
other. Perhaps as good a solution as can be reached without an 
entire restudy of the plan is that shown in 297, where the piazza 1s car- 
ried across the entrance front, the roof of portion on the return being 


omitted. The flat-roofed one-story part must be treated as an ap- 





207. The same as 296 with dormer and 298. Design for critical analysis, 
main roof united by similar treatment. most incorrigible. 


» 


pendage, and the back wing separated from the main house by 
break in plan, which will make it compose as an appendage from a 


side view. 
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299. An attempt to improve upon 2S 300. The same as 299, farther modi- 


fied, but not yet successful. 


A still finer specimen of a bad composition is at 298—so bad in- 
deed that it is scarcely possible to suggest improvements without 
beginning with total erasure of all that has been done. The main 
building appears to be meant for a hipped roof, but the various sub- 
ordinate parts are so disposed that the outline of the roof is barely 
discernible. This is the most serious fault: we proceed to radically 
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extirpate it in 299, where we have restored the main roof, leaving 














the lower part much as it was. The single subordinate hipped part 
that remains is very unmanageable, because it is at variance with the 
heavy horizontal line of the overhanging eaves. Moreover, on so 
small a building, it should be in the centre or else still more to one 
side. Besides this the unsymmetrically placed piazza will not do 
without further study. We make an attempt at 300 to right these Fy 
matters, by putting both piazza and upper projection on the corner 
of the building, making them octagonal to excuse the asymmetry. 
The result is not happy, the vertical lines of the turret are still at 
variance with the eavcs, and its proportions fail to harmonize with 
those of the piazza. 


a 
































301. Example for critical analysis. Faulty composition of details 





l‘urther study would give us a new and satisfactory motive, but 
not without losing the identity of the design that we are criticising. 

At 300 we have a specimen of faulty arrangement of details, less 
offensive, indeed, than some of the foregoing faulty examples, as a 
facade is hardly capable of being either as beautiful or as ugly as an 
isolated building. 

Such a spacing of windows, with an excessively narrow pier on 
one boundary, as occurs in the basement and first story, is not to be 


excused on any grounds of convenience of internal arrangement. 
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Not because a narrow pier suggests constructive weakness: this 
may be true, but it is not with such criticisms that we now busy our- 
scives: simply because of its entire dissimilarity with any other 
part of the building, especially with any other pier, such a narrow 
pier as this the eve cannot tolerate. 


’ lf the conditions are inflexible, we must seek a solution by mak- 
ing the other piers also narrow, which would look badly enough, but 
not so badly as at present, because one serious zsthetic objection 

‘ would be removed, though new ones of lesser importance might be 


presented. 

A still more serious error is in the grouping of the three dormers 
on the roof. In the first place the roof itself offered a suitable back- 
ground, without cutting it up with hips apparently intended to sug- 
gesta pavilion, but having too little relief to look well. In the second 
place, if pavilion there must be, its sole function was to be a back- 
ground to the three dormers, which is negatived by starting the hips 
from the top of the lower dormers, instead of from the main cornice. 

In the third place the topmost dormer should be of the same 
character as the two below; or if it must be different,it should be very 
much more different than it is, and if possible, much larger. 

In the fourth place the panel between the two lower dormers is 
most unfortunate ; there should be no panel there, but only roof sur- 
face: if panel there must be it should have less individuality, so as to 
unite the dormers rather than assert itself. 


John Beverley Robinson. 
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WASHINGTON LIFE BUILDING. 


>. & F. CORBIN, 


Art GHorkers in fetal, 
an>D MANUFACTURERS OF BUILDERS’ HARDWARE. 


Offices, 11, 13 & 15 Murray Street, New York. 


Works, New Britain, Conn. 


The following are among the many prominent and important buildings 
supplied with hardware by this firm : 


WASHINGTON LIFE INSURANCE BUILDING, Cyrus L. W. Erp.itz, Architect 
SINGER BUILDING, - - ERNEST FLAGG, Architect 

PARK ROW BUILDING, - R. H. Rospertson, Architect 
EMPIRE BUILDING, - KIMBALL & THOMPSON, Architects 
PARK BUILDING, ° - - GrorGE B. Post, Architect 
BOURNE OFFICE BUILDING, - ERNEST FLAGG, Architect 
RESIDENCE OF F. G. BOURNE, > ERNEST FLAGG, Architect 
FRANKLIN BUILDING, - - CLINTON & RUSSELL, Architects 
GRAND CENTRAL STATION, BRADFORD L. GILBERT, Architect 
STANDARD OIL BUILDING, - - - KIMBALL & THOMPSON, Architects 
CHEMISTRY BUILDING, COLUMBIA COLLEGE, McKim, Meap & WuirtE, Architects 
ENGINEERING BUILDING, x *$ McKim, Meap & Wuite, Architects 
THE UNIVERSITY OF NEW YORK, - McKim, Meap & WuirteE, Architects 
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Westinghouse 


WESTINGHOUSE GAS ENCINE GENERATING SET 


LIGHTING RESIDENCES 


is a service to which the Westinghouse Gas 
or Gasoline Engine and the Westinghouse 
“Engine Type’ Generator are admirably 
adapted. Cost of operation is extremely low 
and the service thoroughly reliable. 


WESTINGHOUSE ELECTRIC ) Westinghouse Machine Co., 


( 
& TIEFG. co. ( Manufacturers, 
PITT ‘BURG, PA. ( Westinghouse, Church, Kerr & Co., 
And all Principal Cities. \ aestorteeinies 
“ z New York, Pittsburg, Detroit, 
Westinghouse Electric Co., Ltd. ( geston, Philadelphia, 


32 Victoria Street, London. \ and all foreign countries 


Chicago, 


Sawyer-Man Electric Co., Incandescent Lamps. 
Westinghouse Air Brake Co., Air Brakes. 


The name Westinghouse is 4 guarantee. 








| 
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THE RESIDENCE OF ELBRIDGE T, GERRY, ESQ. 
6th Avenue and 6lst Street, New York City. Richard Morris Hunt, Architect. 


Please notice what Commodore ELBRIDGE T. GERRY says regarding the heating of his large 
new residence, No. 2 East 61st St., City. House is 100x110. 


New York, March 14, 1895. 
Richardson & Boynton Co., 


Gentlemen :—I write to express my great satisfaction with 


your admirable system of Perfect warm air furnaces recently 





placed in my house, No. 2 East 61st Street, in this city. They 
possess the advantage, as to the character of the warm air, that 
it is neither the disgusting steam heat which dries up the skin 


and affects the head, nor, on the other hand, is it the almost 


equally dry hot water heat, as it is called; but during the entire 





cold weather of the late winter, even during the blizzard, my house 








has been thoroughly heated. The heat is uniform and the venti- 





lation perfect. 
Very truly yours, 


ELBRIDGE T. GERRY. 
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ASTORIA HOTEL. 


B. A. & G. N. WILLIAMS. 


(INCORPORATED. ) 


Cut Stone Contractors, 


Avenue A 
REFER TO 
Buildings. 
ASTORIA HOTEL 


THE 


and oS8th Street, 





New York. 


FOLLOWING: 


WASHINGTON LIFE INSURANCE BUILDING..... 


LIBRARY, NEW YORK UNIVERSITY 
PARK ROW BUILDING 

CONSTABLE BUILDING .. 
PRESBYTERIAN BUILDING 


NEW YORK SAVINGS BANK eeeee tee ectnetee eee eee es 


CABLE BUILDING .... 

NEW BAR ASSOCIATION BUILDING. 
FREE CHURCH OF ST. MARY THE VIRG 
MANHATTAN HOTEL ..... , 
HOTEL SAVOY 


IN. 


a OO Beene re 


TOWER BUILDING .... 
GILLENDER BUILDING 
CORN EXCHANGE BANK 


RESIDENCE OF T. WYMAN PORTER, ESQ.. 


RESIDENCE 
RESIDENCE 
RESIDENCE 
RESIDENCE 


OF HON. LEVI P. 
OF R. M. HOE, ESQ.... 


Gm COEAe. DH TMRMME, WOO. ...... <<< cc occccccccccrcscces 
a atalngeieticin chapame Saanaine tag rss 
OF ISAAC STERN. i re 


UNITED CHARITIES BUILDING ........-..--.-.-.. 


STORE OF B. ALTMAN aX Co. 
MILLS BUILDING NO. ee 
SHOE AND LEATHER BANK peace 
NEW KNICKERBOCKER THEATRE ..... 
MORTON BUILDING 

RESIDENCE OF JOHN D. CRIMMINS.. 
HEBREW CHARITIES BUILDING 
NEW YORK HOSPITAL BUILDING 
RESIDENCE OF W. E. D. 
ST. LUKE’S HOME 
RESIDENCE OF F. B. 
BARON DE HIRSCH TRADE SCHOOL 


eeteeteeeseteseeeteeenenees aoe a Kimball & 


SRE Eee ee een ea er McKim 


Architects. 
.Henry J. Hardenbergh 
.....Cyrus L. W. Efdlitz 
-McKim, Mead & White 
R. H, Robertson 
-Schickel & Ditmars 
Rowe & Baker 
R. H. Robertson 
— Mead & White 
.Cyrus L. W. Eidlitz 
ee .N, Le Brun & Son 
oad -Henry J. Hardenbergh 
— S. Townsend 
ae & Gooch 
; ...J. B. Baker 
Berg & Clark 
R. H. Robertson 
-Clinton & Russell 
; -R. H. Robertson 
McKim, Mead & White 
Schickel & Ditmars 
-Carrere & Hastings 
‘Robertson, Rowe & Baker 
Thompson 
-Ernest Flagg 
” Cady, Berg & See 
ik ‘Bp “McE! fatrick & Son 
Clinton & Russell 
.Schickel & Ditmars 
De Lemos & Cordes 


, Mead & White 
Trowbridge & Livingston 


I ic 6G) Gy ea ee Sree © ier weet Vere es ere ea Carrere & Hastings 


Friedlander & Dillon 
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NORTHROP’S 





STAMPED STEEL CEILINGS 























CEILING . E. S. SMITH BUILDING, WASHINGTON, D. C 
TF 


HENRY S. NORTHROP, 


40 Cherry St., New York. 


Boston Office: Special Patterns Made to 


No. 74 Equitable Building. Architects’ Designs. 


A ceiling to be satisfactory must be of a design appropriate to the room and of the best workman- 
ship. We solicit the assistance of architects in order to insure a perfect result. 


4 
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BootH Bros. & HuRRICANE ISLE 
GRANITE Co.. 


207 BROADWAY, NEW YORK. 


TevrerHone, No. 3134 Cort.anor. 


CONTRACTORS IN ( RAN ITE 


Quarries in Maine and Connecticut. 





BRANCH OFFICES: NEW LONDON, CONN.; ROCKLAND, MAINE. 


The following is only a partial list of the contracts for granite which we 
have furnished this season: 


BUFFALO SAVINGS BANK, Buffalo. Sas ate ad .Green & Wicks 
AMERICAN MUSEUM OF NATURAL HISTORY, Caner Park West. smemene Cady, Berg & See 
Pease SOM BORPITAL, THUTLDENG. «icc cs ccccc cveveccdee ccs wi bb dre! 6-0 coc wie! wise ore OA, eR aa eee 
VINCENT BUILDING, Broadway and ‘Duane The: aie sais ntelt-os5 wie nccas aceon a B. Post 
APARTMENT HOTEL, 85th St. and Madison Ave... Schickel & Ditmars 
ST. VINCENT HOSPITAL, llth St. and Second Ave...........................schickel & Ditmars 
PHELPS-DODGE BUILDING, John and Cliff Sts...................+...0+-+++++..-Clinton & Russell 
COMMERCIAL BUILDING, 15th St. and Sixth Ave..........................-- Ralph S. Townsend 
APPELLATE COURT BUILDING, 25th St. and Madison Square.............N. Le Brun & Sons 
NEW YORK TURN VEREIN, Sth St. and Lexington Ave...................002- 
CLARK ESTATE HOUSE, Riverside Drive ............-...e002- -Ernest Flagg 
rE I NN I ian siid: 9: be. Bi eiduaiane wh eck wiaieiasa. ee aiere ad @ 148 68 .Ernest Flagg 
FUCE BUILDING, Crosby and Houston Ste... ...nccc ccc cscccccsevcsccccesecceccccces stirs WERner 
rere, ee. CL I COE BGG. ook oik oic.e's 6s seen dw bine vena sucuane cess ce bea once ae men 
CLARA DE HIRSH HOME, East 634 St. ..Brunner & Tryon 
RAWITZER BUILDING, Canal and West Sts.. ‘ Cnt Saviisteete 3 -Brunner & Tryon 
METROPOLITAN LIFE BLDG (23d St. Extension) Metinn ve. ..N. Le Brun & Sons 
SLOANE BUILDING (addition to), 19th St. and Broadway......................W. Wheeler Smith 
APARTMENT HOTEL, 80th St. and Columbus AvVe. .............ccccccoes -Buchman & Deisler 
gt A a ae a 
20TH STREET SCHOOL ero ee we ee 
i a ter ye: ei 
J 
Ji. 


-Israels & Harder 


oe a Ee eee. a ee 
og EN ee rN a rere Te Snyder 
MAGDEBURGH BUILDING . Howell & Storks 
ana a a I ogg eam wwe vqeretnd eidse-wl ois:0:8is) wih WaeShd ereeve ward ..Jordan & Gillis 
PENNIMAN RESIDENCE, Fifth OE TIT DIRE SNR Cook & Willard 
WASHINGTON SQUARE ‘ (ceveneeeanentenden .-Thom & Wilson 
COMMONWEALTH BUILDING, Sreatwas por Cont St. er & Gillis 
CITY DEPOSIT BANK, Pittsburg. sau eesius-eewnoi-tavededeas vaya sciliaaliaaln & Uffinger 
THE REAL ESTATE TRUST CO., Philadelphia Wilson Bros. & Co. 
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MORMON TABERNACLE, SALT LAKE CITY. 


(Painted with Dixon’s Silica Graphite Paint.) 


DIXON S eaaemte PAINT 


Nearest to an ideal paint for protective purposes 
that has ever been made. 


Roofs and iron-work well painted with Dixon’s Silica-Graphite Paint have 


not required repainting for ten or fifteen years. 


Should be used in the construction work of all 
Iron or Steel Buildings, Bridges, etc. 


JOSEPH DIXON CRUCIBLE COMPANY, 


JERSEY CITY, N. J. 


N. B. — Architects and Draftsmen who are not familiar with Dixon's 219% PENCIL should 
send for a sample. For fine line work it is without an equal, Sent free when business card 
is sent us. 
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Yale Locks and Fine Hardware 


were used in the New York City residences shown 
in list below. These are but a tew of the 


many such residences equipped, in New 
York City alone, by the 


Yale & Towne 


Manufacturing Co. 


The General Offices of the Company are at Nos. 9, 11 and 13 
Murray Street, New York City. Works: Stamford and Branford, 
Conn. 

In many cases the Hardware in the residences named below 
was prepared by the Company from Special Designs furnished by 
the Architect. 


Residence and its Architect Residence and its Architect 


Gen. Horace Porter, Mrs. Ogden, 
MONTROSE W. MORRIS PFABODY & STEARNS 
Hon. Levi P. Morton, Robert Garrett, 
MCKIM, MEADE & WHITE RENWICK, ASPINALL & OWEN 
E. C. Benedict, F. L. Stetson, 
CARRERE & HASTINGS ALGERNON S. BEL 
George J. Gould, Jos Pulitzer, 
BRUCE PRICE. C. A. GIFFORD 
Chas. T. Yerkes, Col. McAlpin, 
R. H. ROBERTSON E. 
Maj. F. Bartlett, Morris K. Jessup, 
: BORING & TILTON. JARDINE, KENT & JARDINE 
Hon. Wm. C. Whitney, Isaac V Brokaw, 
GEO. A. FREEMAN, Jf H P. KILBURN 
1.. M. Domerick, : Mrs. G. P. Waldo, 
Cc. P. H. GILBERT. KIMBALL & THOMPSON 
W. Bayard Cutting, U.S. Grant, Jr., 
« C. HAIGHT CHAS. S. NORTH 
A Duryea, C. H. Dickerman, 
LLEN F CARLES MERRY 
Dr. Quimby, Collis P. Huntington, 
"CLINTON & RUSSELI GEORGE B. POs 
Elbridge T. Gerry, Isaac Stearns 
RICHARD M. |} NT. SCHICKEL & DITMARS 


HAPGOOD 


Illustration one-fifth 

A handsome Exhibit Room is provided in each of the Company’s 
offices. It contains samples of its products and is intended for the 
use of architects and their clients in the selection of locks and metal 
work. Ladies are especially invited to make use of these facilities. 
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ST. PAUL BUILDING, ; , GEORGE B. Post, Architect 
HAVEMEYER STORES, : : GEORGE B. Post, Architect 
EQUITABLE BUILDING, . GEORGE B. Post, Architect 
WELD ESTATE BUILDING, . GeorGE B. Post, Architect 
COE «ESTATE BUILDING, GEORGE B. Post, Architect 
THE PARK BUILDING, : GEORGE B. Post, Architect 
EMPIRE BUILDING, : KIMBALL & THompson, Architects 
STANDARD OIL BUILDING, . KimMBALL & THOompson, Architects 
SHERRY BUILDING, . . McKim, Meap & White, Architects 
NEW YORK LIFE INS. BUILDING, McKim, Meap & Wuirte, Architects 
UNIVERSITY CLUB, : : McKim, Meap & WuireE, Architects 
EXCHANGE COURT BUILDING. , CLintoN & Russet, Architects 
METROPOLITAN LIFE INS. BUILDING, N. Le Brun & Son, Architects 


AT L A Portland 


Cement 








GUARANTEED TO BE SUPERIOR TO ANY 
IMPORTED OR DOMESTIC CEMENT. 





ATLAS CEMENT CO. 


143 Liberty Street, New York. 


SINGER BUILDING, . ; ERNEST FLaAGG, Architect 
MILLS’ HOTELS, Nos. 1 and 2, . Ernest FLaGG, Architect 
SCRIBNER BUILDING, . ; ERNEST Fiacec, Architect 
JOHNSTON BUILDING, ; ; J. B. Baker, Architect 
PRESBYTERIAN BUILDING, . J. B. Baker, Architect 
BANK OF COMMERCE, . J. B. Baker, Architect 
AMERICAN SURETY BUILDING,. BrucCE Pricer, Architect 
GILLENDER BUILDING, . : BerRG & CLARK, Architects 
HARTFORD FIRE INS. BUILDING, . Capy, Berc & Serr, Architects 
TOWNSEND BUILDING, : : Cyrus L. W. Eipuirz, Architect 
FIDELITY AND CASUALTY BUILDING, Cyrus L. W. E1p.tirz, Architect 
WASHINGTON LIFE BUILDING, Cyrus L. W. Erpuirz, Architect 


14 
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BATTERSON & EISELE, 






Mosaic Workers. 





ROMAN AND VENETIAN MOSAIC FOR FLOORS, WALLS, MANTELS, ETC. 









RICH OR PLAIN DESIGNS. 


IMPORTERS AND WORKERS MARBLE, ONYX AND GRANITE. 


OFFICE: 431 ELEVENTH AVENUE, BET. 35TH AND 361TH STs. 


STEAM MILL AND WORKS: 425-433 ELEVENTH AVENUE. 


NEW YORK. 


15 
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OTIS ELEVATOR COMPANY. 


71 BROADWAY, NEW YORK. 


THE OTIS ELEVATOR 


PARTIAL LIST OF IMPORTANT BUILDINGS 
EQUIPPED WITH OTIS ELEVATORS. 


Biltmore—Residence, Geo. W. Vanderbilt, Esq.................. Richard M. Hunt, Architect 
The Breakers—Residence, Cornelius Vanderbilt, Esq... ......... Richard M. Hunt, Architect 
Residence, Elbridge T. Gerry, Esq. ...........-+e-eeeeeee----kRichard M. Hunt, Architect 
ae, ook co 6 CV rE oes beled CRO ob eae eee Sealers George B. Post, Architect 
RRR II. v5.) 6.9 'Se o WS oes 6 RO ole 0 Sal Od de MRO N So CW ewe” George B. Post, Architect 
CTVURGES, ERE PE so: cis biniaie 6:0 wee 2 oe 6 rh eS wi dele 60k. S 6 wee eae George B. Post, Architect 


New York Life Insurance Building.....................MeKim, Mead & White, Architects 
Madison Square Garden..........cccscecs cocccsccesee MCMIm, Mead & White, Architects 
TINO EMIS oo oie a ojo Rice eo akan ok aoe me anal .....McKim, Mead & White, Architects 
Townsend Feitidime . .o.c ssc sok vce we cee oo cis wines sive 00.0 3s 6 5c beet Ws Gee, ee 
Washington Life Insurance Building ...............-+++..- Cyrus L. W. Hidlitz, Architect 
New York Bar Association........ ..Cyrus L. W. Ejidlitz, Architect 


NR I caso. g a5 arias bi cg gc OT man A cigtiat IL nIet Wicer aca a R. H. Robertson, Architect 
Cs) I fot Cd 8 en a lerieal as awe ena OS® eis Ghee ie Gare iii R. H. Robertson, Architect 
Van Fee PUMGINe ok cc kkk ck cic cscs cvemcss cus sececoenwe elite Sie RUGEURURD, semOneE 
Schermerhorn Building (25d Street)......... ..e..ee....-Henry J. Hardenbergh, Architect 
RIN 5 PN ak ran ah Es Sat ho GN or una sens hn: ot Ge Nas Neate Henry J. Hardenbergh, Architect 
MERI UY | TOs ono (o.2.Gld es ak s'o'e oe oem seccscvcsesceosse MGRry J. HBargenbergm, Architect 
BECUPOHOLIAR SIPOTA TOW oo cai Sse eb Ge ees > Seow ears Cady, Berg & See, Architects 
National Shoe and Leather Bank...... eee ee ee 
Hartford Fire Insurance Building................ occcceeee--Caay, Berg & See, Architects 
Varick Street WAreRGUses .....n icc ec ccccs ccccvcccesrvccscececss CME ©. Baigmt, Arenitect 
Lawyers” "Tithe Tamme Te «ike is kk hi 5 is odieeense ee sme Chas. C. Haight, Architect 
DE <2. Cae nae NII 60. iss eva'vi tnies__ ecronglidy ah-Unwi tiaialta we nie nie tore Rae Chas. C. Haight, Architect 
Dec Ee I, FE ooo. Sao ee Cis wile HES oid ww Dane Clinton & Russell, Architects 
EN SINE 5. 61s ainiw, ore og) BOS. ose a moe race a eee wih eles ected Clinton & Russell, Architects 
OUI PUI a oo rca tae: a: eve. Siereiwin avers Sie ne ans .........-Clinton & Russell, Architects 
ee See IE IIE Ss. 5c5c's.o wc Se Bie earn SO ae wee le Sales Carrere & Hastings, Architects 
MIE fag Sater haiti anil eka? arc WieRca te asbiiige DiS lee ee Cwnla ea bece Carrere & Hastings, Architects 
ROMP EOCO Gl EE. “TE. SUMS, Te eels. oik si viele Co kaise elec hws Carrere & Hastings, Architects 
NGL UNINC org ecw wtmpieiated are , aha ayaa eel a calacce-eaumee Sirs Kimball & Thompson, Architects 
Manhattan Life Insurance Building..... wecenccvvccecce cs cdma & Thompson, Architects 
SPRUE “CUE INU 6 o-eiss:insa-5- 10 este Sain) Osta wees .......-Kimball & Thompson, Architects 
GW Pe IN 5 iro. os oeeNi di tech Wie csis wt! Met atel els RIN Ue te © la oie Kimball & Thompson, Architects 
Mutual Meserve Muld Bulaing..........666cicc ees ects ses cees W. H. Hume & Son, Architects 
NN a cys av'5) a in etre acca wv a atl paisa cas vier calla ahr al eae W. H. Hume & Son, Architects 
Ren I brie ach han ag hve alg” arvolins ing orienta ata) cra is hE W. H. Hume & Son, Architects 
Sr ee I 6G cata aiid @? alana are One erin aNelene, SOD Schickel & Ditmars, Architects 
Ei eG NE TEIN h a: ig. 5 avers ad's 8 6, ear tele wee a ...e......- Schickel & Ditmars, Architects 
a re a eee eee we ecccscccvvvcceccce MCHICKe! & Ditmars, Architects 
ree INNIT I UNNI 65g: Sins noice Si "us ayant tw leligtia rear caer whem paneN Te eee James B. Baker, Architect 
aN UII arin gave” alva'p ty'gh ai ac. SD ar rau erates bE wre N.e nh alata James B. Baker, Architect 
PeRROUGL Eee OE COUIMIOTCO sok oi 6 Siediaice sears ehiwees -+...e-.-James B. Baker, Architect 
United States Trust (6... ccs. cick ces er eee: Se ee 
POT: ee NI IRN gs 5a) sss) wv Siw Baia. Bl ele SO ieee Tee R. W. Gibson, Architect 
Onondaga County Savings Bank, Syracuse, N. Y...........ccceee0. R. W. Gibson, Architect 
eee | ne eee aie et er aera we i ere ores eiwr wee Ernest Flagg, Architect 
TRUER: OUNNNEINIIN 5 as 5 casei naw ol erialra creed, stove 6 Talo ave ener eee ecielieis cece. 60 0s ok: anne neremeent 
UD. ND, BR Diet BG icin aia w nie. ke. Ninian Siw. 0 65's 00 6 we 05 0000 oe ee, eT 
Post Graduate Medical School and Hospital.......................W. B. Tuthill, Architect 
Carnegie Music Hall... nc csceccece cvs TE Tee eee eer rt Me el 
Se SIN MIE ce ei at ato acc auataerk pk Re aie Wa ata Seeeiedo tain De Lemos & Cordes, Architects 
Pultom Taine on <cscccivecccs iain aie Senate caeve es ontv al ae etaha @ieata De Lemos & Cordes, Architects 
IN UNIS. Sli Sch Se ke Sk a add Becigarehoetuane De Lemos & Cordes, Architects 
Metropolitan Life Insurance Building.............ecceceeeees N. Le Brun & Son, Architects 
Fire. DeORCiNaet TIMRGUMAVIOUN. «oo. ccc sissies ecde bes aus veces N. Le Brun & Son, Architects 
New Work Commercial TatlQiee. oc... kc. cscic cesses envnes ces Robert Maynicke, Architect 
FORT SUMED | f). 2 n.d ois oad o6.5 does Maeinies cceccseccceesecceODert Maynicke. Architect 
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A portion of Hew Work from the Portb River. 


The entire stone work and brick backing ot the American Surety 
Building, the bigbest building in above picture set witb ‘‘Latarge”’ 
non=-staining cement 


MH Cement of the highest Quality. 


Bruce Price, architect. C. T. Wills, seuitoer. 


‘6 Lafarge * will not stam limestone, granite or marble and is 
the strongest cement made. for Erterior Stucco 
constructicn and the finer uses of Portland Cement, ‘ Latarge” 
is strongly recommended, 
Full information cheerfully furnished by tbe sole agents 





Sears, Iumbert & Co., 


81 & 83 Fulton Street, Hew Work. 


34 8 Clark Street, 434 Prudential Building, 


36 
Chicago. Buftalo, WF. 1). 
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GORHAM MFG. CO., 


Silversmiths, 
BRASS AND BRONZE FOUNDERS. 


cM <M cH cK 


BRONZE DEPARTMENT, 


BROADWAY AND NINETEENTH STREET, 
NEW YORK. 


Bronze and Brass Work for Domestic and Ecclesiastical 
use, made to order from ARCHITECTS’ designs. 


Bronze Monumental Work of every description. Mau- 
soleums and Vault Doors, Grates, Grilles, Railings, Mem- 
orial Tablets, etc. 


Bronze Foundry. We call the attention of Architects and 
Sculptors, and others interested, to the facilities for the 
casting of BRoNzE ArT WorK, at our extensive foundries 
at Providence, R. I., and New York City. 


ARTISTIC METAL WORK 


FOR CHURCIT PURPOSES. 


STAINED GLASS, 


DOMESTIC anp ECCLESIASTICAL DECORATIONS ann MEMORIALS 


MEMORIAL WINDOWS, MOSAICS, ETC. 


From the London studios of Messrs. HEATON, BUTLER & BAYNE 
for whom we are Sole Agents. 


Photographs of work already executed, and estimates, on application. 











Interior Bowery Savings Bank, Showing Brass Counter Screen 


Designed by McKIM, MEAD & WHITE, Architects. 
J N O. WI LLI A MS, Executed by JNO. WILLIAMS. 
Bronze Foundry and Works. Architectural, Decorative Ecclesiastical, Monumental 
Wrought Iron Works 


s44 to sse west 27th st. METAL WORK IN BRONZE, BRASS AND WROUGHT IRON 


Designs and Estimates Furnished. DETAIL OF ABOVE SCREEN. TO SPECIAL DESIGN. 
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ARTISTIC MEMORIALS. 





WINDOWS. 


Our memorial windows are made of TIFFANY FAVRILE GLASS, which 
is produced exclusively at our own furnace, and cannot be obtained from 
other makers or used by any other artists. In range, depth, and brilliancy 
of color it has never been equalled, and when we employ it in window work 
the greatest care is exercised in selecting the pieces in order that we may 
obtain the desired effect both in color and texture. ‘The selection is made 
by a trained artisan, under the supervision of an artist. Special designs and 
estimates submitted. 


Historical Booklet (Illustrated) sent upon request. 


TABLETS. 


Memorial Tablets, Ancient and Modern, Honorary and Mortuary, in 
Bronze, Brass, Mosaic and Marble. Our varied and always original designs 
are made to meet the architectural and artistic conditions of their surround- 
ings. Of all forms of memorials the tablet is the LEAST EXPENSIVE, 
especially where permanence is desired in unison with good taste. Special 
designs and estimates submitted. 


Historical Bookiet (Illustrated) sent upon request. 


MONUMENTS. : 


Out-of-Door Memorials, Mausoleums, Tombs, Headstones, and all forms 
of mortuary monuments of our construction possess both Beauty of Design 
and Durability. In Marble, Granite, or Bronze, our work always maintains 
the correct structural proportions, the proper relation of ornament to form, 
with the whole in harmony with the environment, thus making the most 
modest memorial a WORK OF ART. Special designs and estimates 
submitted. 


Historical Booklet (Illustrated) sent upon request. 


TIFFANY STUDIOS: 


TIFFANY GLASS AND DECORATING CO. 333-341 FOURTH AVENUE, 


Historical Booklet about Glass Mosaic (I}lustrated) . P e 
also upon request. NEW YORK. 
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Borden and Review Avs. 
Long Island City, 
N.. ¥. 
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+ CONSERVATORY FOR, RICHARD M.HUNT. 
ET.GERRY ESO- ARCHITECT.) 


PRCHTIECtS DESIGNS FAITHFULLY EXECUJER. SPECIAL DESIGWS FURNISHED If DESIRES 
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THE J. L. MOTT IRON WORKS, 


84-90 BEEKMAN STREET, NEw York. 





-334 Boylston Street, Boston. 311-313 Wabash Avenue, Chicago. 


222 
~~ 





























PLATE 5016-R. 


Copyright 1897, by The J. L. Mott Iron Works. 
The © Renaissance” Improved Syphon Jet Water Closet. 
(PATENTED) 


FOR FULL DESCRIPTION SEE CIRCULAR, WHICH MAY BE HAD ON APPLICATION, 
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TO THE ARCHITECT, 


WM. E. UPTEGROVE & BRO., 











BUILDER 4ND OWNER 


BEFORE DECIDING UPON YOUR INTERIOR FINISH, 


CONSIDER THE ADVANTAGES OF MAHOGANY 


BEAUTY, IMPROVEMENT WITH 





AGE; INCREASED VALUE TO PROPERTY; BEARING 
IN MIND THE EXTRA COST IS ONLY IN THE RAW 


MATERIAL. THE LABOR A LARGE PART OF THE 


COST, IS THE SAME IN EITHER CASE. 


RED CEDAB_FOR LINING CLOSETS, ETC. 


ALL KINDS OF VENEERS AND CABINET WOODS. 


Foot of East 10th and 11th Streets, New York 


MAHOGANY MILLS 
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FRED. W. MEEKER. JAS. W. CARTER. J. FRANCIS BOORAEM. Ca 
Pre 
MEEKER, CARTER & BOORAEM, 
No. 1 Madison Avenue, New York, 
SELLING AGENTS FOR 
ORNAMENTAL FRONT BRICK IN ALL COLORS, 
ENAMELED BRICK AND TILE, 
PAVING BRICK, 
ESTIMATES ROOFING TILE, 
FIRE PROOF WORK FIRE-PROOFING MATERIALS, 
with stn ting FIRE BRICK, ETC. 
Representatives of the following Companies : 
KITTANNING BRICK AND FIRE CLAy Co. |! EASTERN PAVING BRICK Co. 
Manufacturers of Front Bricks in all shades. High Grade Vitrified Paving Brick. 
Annual Output 7,000,000 Bricks. BrusH & SCHMIDT, 
Manufacturers of Superior Quality Rec 
Dacus CLAY MANUFACTURING Co. i Brick, Bufialo, N.Y. , 
Manufacturers of Front Bricks inall shades. STANDARD FIRE-PROOFING Co. 





Flue Lining, Sewer Pipe, Fire Brick, Etc. 


, . » — " ri + ~ . 
Lupowict RoorinG TILE Co, THE FARNLEY ENGLISH GLAZED BRICKS, 
Celebrated Interlocking Roofing Tile Imported in all colors. 
JULIUS A. STURSBERG, J. V. V. BOORAEM, J. FRANCIS BOORAEM, 
President. Vice-President. Sec’y. and Treas. 


American Enameled Brick and Tile Company, 


No. 1 Madison Avenue, New York. 





ail 





manofacwrers of -- FNAMELED BRICK. sovr'tit¥s,». 


\ 751 Eighteenth St., New York. 
5A, South River, N. J 


Telephone: 


25 
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Russell Sturgis Foot 
Vice-President 





Oburch Glass and Decorating CQompanp 
American Mosaic Glass Windows 


| English Stained Glass Windows 


Eleclesiastical Hurnishings 





Cbureb ‘Decorations 
3,5,and 7 West 20th St 


Dew Vork 











Secretary 0 easurer 
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The Boston Architectural Club 


ARCHITECTURAL EXHIBITION 


GALLERIES OF THE 4 


ST. BOTOLPH CLUB 


BOSTON. 


May 15 to May 27, 1899. 


EXHIBITION WILL CONSIST OF 


Drawings, models, and photographs of Architectural and} Land- 
scape Design, drawings, models, photographs and examples of 
executed work in Mural Decorations, Mosaic, Stained Glass, 
Interior Decoration and Furniture, Wood and Stone Carving, 
Metal Work and the Applied Arts generally will be received, sub- 


ject to the approval of the Jury of Admission. 


An illustrated catalogue of the Exhibition will be published. 


SPECIAL EXHIBITION COMMITTEE 


Of the Boston Architectural Club. 


GEORGE E, Barton, Chairman. R. CLipTson STURGIS. 
IrvInNG T. GUILD. ALBERT CHAPMAN FERNALD. 
mek 
J. RANDOLPH COOLIDGE, JR., of the Boston Suciety of Architects. 
RicHARD HOWLAND Hunt, of New York. 
Witson Eyre, JR., of Philadelphia. 


ADMISSION TO THE PUBLIC WILL BE FREE. 


Circulars and detailed information can be had by addressing the 


EXHIBITION COMMITTEE, 


19 EXCHANGE PLACE, BOSTON, MASS. 
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MANTEL MAKERS 


BRADLEY & CURRIER C° 


<< J: 

eB 
ASHIONS change; but 

mantel, thoroughly artistic, [If 

and perfect in relation to its sur- 
roundings, is ever a satisfaction. 

Such, and only such it is our 
aim to build, possessing as much 
individuality as may be desired; 
moderate in price. 

Our show-room is a study in 
styles. If you cannot call, write. 
BRADLEY & CURRIER CO., 
119 and 121 West 23d Street, New York. 


SAYRE & FISHER CO, 


JAS. R. SAYRE, Jr. & CO., Agents, 











| 207 BROADWAY, Corner of Fulton Street, NEW YORK. 


FINE PRESSED FRONT BRICK, ENAMELED BRICK. 
HARD BUILDING BRICK, FIRE BRICK. 
HOLLOW BRICK. 


BUILDINGS. Quantity Front Brick ARCHITECTS. 
MANTIATTAN LEP BULTLDING a. o:6ck-dc.cccic 0s c ee ccc ees ..++e- KIMBALL & THOMPSON 
BUMOE TECS TULESOUNG ois ccinecc sees. Peer ee . .....- KIMBALL & THOMPSON 
SUE? & BOWNE BUTLDING.. 0.0.05 oisics 0000506 ocd Opoeee .+.+.e.. SCHICKEL & DITMARS 
SREEEOEN, SATOET APIO ME oi6eieceieiss oiees p05. 00 68 pig tee eae MOO hs cssesevvecsees SUMO & DITMARE 
MUTUAL LIFE INSURANCE. CO... on. 6 ccc ic cone RO0OO..... .. ecbrevetn las anes CLINTON & RUSSELL 
WC PEP PEE IEE TOON RSNOINGR 6.0.0 5.6 ¥.5 ct '2-0 0 214 915 oboe cS 0s o'e oe enalveemes eee CLINTON & RUSSELL 


DEICOTA APARTIRIINTS: ooiciecce oc cece e cee sie Oe. .....-H. J. HARDENBERGH 
EEE EP MS BBR PNR 95.5 5 0:3:5.6: wiv-5. 010 s/o: arare 0c Se ee bs lecaterla oowaeaenton H. J. HARDENBERGH 
CENTRAL BUILDING ....... 4. gibi iw UR h ie 09a ik: cae eee eee PEABODY & STEARNS 
EST BEI os bec ccs cewesainns es FG gare eins ashe crise ate PEABODY & STEARNS 


THE POSTAL TELEGRAPH BUILDING..........150,000.. } pe cee HARDING & GOOCH 
COMMERCIAL, CARIAE BULESDDING oe oioccc o5is ics 0 eR. cc ccicccevececseseeses HARDING & GOOCH 
VARICK STREET STORES....... men sR ee Pg 
HOSPITAL FOR RUPTURED AND. CRIPPL E D. | rere ee eg 
AMERICAN SURETY BUILDING .............. - 200, | rere Mk 
WELSH DORMITORY, YALE COLLEGE........ 50,000... , ee) MR ty 


PRESOITBRIAN BUILDING ....5..08 000 ces dee 100,000 .... sie sasaisiei eee acm ee. Ses ir 
SIRIee OR COMMON a sieis bic vc cess eens casieddls 450,000 . ; ... JAS. B. BAKER 
COR es TRENT > so .o:isis: 6 eis casaeie%a avelerw peiesieieleae a ne i 
2 eo | ces © SOOOUOs. re eee Te | 
CORCORAN ART GALLERY,W ASHINGTON, D.C. BOGGG....c06.c (iGseeteeees ewes ei ans | 
BOWLING GREEN BUILDING .................. PE sari wanes vat nse eieceacen W. & G. AUDSLBY 


THE BREAKERS, NEWPORT, R. I., (7,000,000 hard building brick used)....RICHARD M. HUNT 


PR 
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SHOW ROOMS AND OFFICES, 467 


FACTORY, 
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QUET FLOORS. css as 





G. W. KOCH & SON, 


Manutacturers, 


Firrh AVENUE, 
West Thirty-fourth Street and Seventh Avenue. 


(Opposite Old Reservoir). 


are higher in price, but where artistic designs, rare and carefully selected woods, and substan- 
tial construction are appreciated, we lead them all. 
submit designs to harmonize with style and finish of rooms. 


We have no catalogue, but 


The following is but a partial list of persons jn whose distinguished residences we have laid floors. 


Mr. Cornelius Vanderbilt.......Fifth Ave., N. Y. eS fe eer Bridgeport, Conn, 
‘* Collis P. Huntington.......Fifth Ave., N. Y. Thos. A. Edison... .Orange, N. J. 
-— fy eer Lakewood, N, J. oo 3 reer . Philadelphia, Pa. 
*“* John Jacob Astor. .Fifth Ave., N. Y. ae ae .Pittsburg, Pa. 
‘“* George W. V anderbilt. . Biltmore, N, C. iy) Sy sas Salen ccs nswaens + Colo. 
“ BD. O. Mills. xs oe Mien Ave., N. Y. eo ee Serre .Chicago, IIl. 
‘“* Elbridge T. Gerry. a - Fifth Ave., N. Y. Geo. M. Pullman. -Chicago, Ill. 
“* Jay Gould. rere «. .. a mM #£ H. T. Howard. -New Orleans, La. 
‘“* Henry Hav emeyer. covccee ce wwe, 2. ¥. John L. Mitche ll. -Milwaukee, Wis. 
** H, O. Armour. co ae sine BVe., MN. %. P. D. Armour. rates Chicago, Ill. 
- ¢C. &. Danse. .Madison Ave., N. Y. Henry B. Hyde. ares ‘40th ie, oe» Be 
ae Marquand. “ .Madison Ave., N. Y. G. P. Morosini. ‘Riv erdale, N, Y. 
‘** Joseph W. Drexel.......Madison Ave., N. Y. ee Pees Brooklyn, i 2s 
* Dmipee Gareerle. ........006020et &.,. BR. F. Felix Campbell. . «téeee acces. i. ws 
ee: OP eee -cetn §t., N. Y. ae. reer Yonkers, N. Y. 

Geo. 5. BOs. .. 2 0cses. + -OONIn, MN. YX. ae Ns Minneapolis, Minn. 
OS A eae. lw.lU me Mrs. Zachary Chandler........ hee D. C. 
S. BD. Babooek.........cccceomeveraase, N. Y¥. Ex-Judge Hilton. ina -Saratoga, N. Y 
‘* Whitelaw Reid...........Ophir Farm, N. Y. Col. W. A. Roebl ing. -Trenton, N. J. 
** C. Oliver Iselin. ....»New Rochelle, N. Y. “ E. A. McAlpin.. se " ‘Sing Sing, N. Y. 
- 3. &. DUE. ie feniats: tt Pier, R. 1 ‘* DeLancey Kane.. eee? New Rochelle, N. Y. 
7 Taylor. RI Le... Newport, es Hon. Levi P. Morton...........itth Ave., © 
“ W. K. Vanderbilt.... ..Newport, R. I. WeilGerl-AMOTiR 6.060 veeseeces Fifth Ave., N. Y 














Factories: 


TROY. 


CHICAGO. 


OUR LINE OF 
MENTS, AND IS THE BEST FOR LAUNDERING 


LAUN 


Croy ae Machinery Co. 


(Limited.) 














NEW YORK CITY 
SAN FRANCISCO. 


COMPLETE OUTFITS For HOTELS AnD INSTITUTIONS. 


Estimates and any other information in our 


line will be cheerfully furnished 


YDRY MACHIN 


29 


YERY HAS ALL 


THE LATEST INPROVE- 
ALL KINDS OF GOODS. 



























THE ARCHITECTURAL RECORD. 


| A SILVER GRAY STAIN ___ 


Gives a beautiful weather- 
, | beaten appearance to a 
house in a short time. 


a 


Dexter Brothers’ 
English 
Shingle Stains 


are perfect 
wood preservatives, 





om 








Send for Samples, 
Color Plates, etc., to 





FRANK WALLIS, Architect. 


DEXTER BROTHERS, 


55 and 57 Broad Street, - - - Boston, Mass. 





THOMAS J. BYRNE, 


PLUMBING 
: ano GASFITTING 


Consulting Engineer for 
Sanitary and Hydraulic Works. 


377 FOURTH AVENUE, 
Telephone, 695 18th St. NEW YORK. 





REFERENCES. 
EMPIRE BUILDING . ° < Ce eiceee Seseveececece cece ces cc cRnuns Gs TICE NORD 
D, BEA Me OED BURLING. oo occ ccs ccc cc necs sens cuncconcces KIMBALL & THOMPSON 
WALDORF-ASTORIA HOTEL .....cccccccccccscecscscccecescs cco t NR J. BARDENBRRGH 
RTT TROT, oie ceiciescccsitnciseccvicece asecegecsiescccee « RAMMUIEN alo. UM NEANEIEN ENED IICIEE 
8258, chs Rivalere (eras ers winy Sie WIRES Wiels See oR Ne eee -GEORGE B. POST 
Se IO ad 6K seg hoa bom" scorn 803606 079) Sad St DNS lose Wie Gieig IN &-a (phe a Uelals ie an GEORGE B. POST 
MADISON SQUARE GARDEN. ec ececcerececeeee MCKIM, MEAD & WHITE 
N. Y. UNIV. LIBRARY AND MUSEUM BUIL DINGS. se seccccccceses eMCKIM, MEAD & WHITE 
CONSTABLE BUILDING ... me ees ec ce cccccs ee ceeeSCHICKEL & DITMARS 
STERN BROTHERS’ BUILDING .............. ARN & DITMARS 
HOTEL RENAISSANCE .... 9:00-0:50 @: 650 6:8: S64) 6 81'6:W''9.0. 6:6. 0:6) 6)'0:.0'6! wr0.'m 0: 6. w NN En 
CARNEGIE MUSIC HALL . O01 6:0i 00606 06 00.0.0: 08'6 4-099 8 0:0 6.6010 4:0: 0-0 00 00:0 6 WR Gn, ae 
SOE MAUI, «os np dnnnen tine tusveenenenee ove cengen CADY, BERG & SEE 


YOUNG MEN’S CHRISTIAN ASSOCIATION, 57th Street, N. Y. City......PARISH & SCHROEDER 


30 








THE ARCHITECTURAL 























RESIDENCE AT MILTON, MASS. Andrews, Jaques & Rantoul, Architects 


Stained with 


Cabot’s Creosote Shingle Stains. 


The Original and Standard Shingle Stains, and the standard of shingle-stain excellence, 
distinguishable for the soft depth and richness of their colors, their 
durability, and wood-preserving qualities. 

““Wood treated with Creosote is not subject to dry-rot or other decay.’’—Century Dictionary 


Samples, circulars and litho-water-color chart of color combinations, sent on request. 


SAMUEL CABOT, Sole Manufacturer, 
12 Wooster St., New York. 


215 Dearborn St., Chicago. 70 Kilby Street, Boston, Mass. 


421 Market St., San Francisco. 




















HITCHINGS & CO. 


ESTABLISHED FIFTY YEARS. 


Horticultural Architects and Builders 


AND LARGEST MANUFACTURERS OF 


GREENHOUSE HEATING AND VENTILATING APPARATUS. 





The Highest Awards received at the World’s Fair for Horticultural Architecture, Greenhouse 
Construction and Heating Apparatus. 


Conservatories, Greenhouses, Palm Houses, etc., erected complete 
with our patent Iron Frame Construction. 


Send four cents postage for illustrated catalogues. 
233 MERCER ST., NEW YORK. 
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In Condensation Cests of Pipe and Boiler Coverings, the steam should 
be delivered to the test-pipes perfectly dry, and under exactly the same pressure and 
conditions. The entrapped moisture should be run off into condensers and allowed to 
cool, thence into covered vessels, and measured with the utmost nicety and exactness. 


Unless these conditions are strictly complied with, the test is as unreliable as an 
S imperfectly conducted thermometer test, and always in favor of the poorer covering. 

Hence, in consulting tests, it is desirable to secure reports of those made by ex- 
T perts, with apparatus scientifically constructed, (generally known as laboratory tests) 

complete in every detail, and made for parties thoroughly disinterested. 


S Such Cests of “K. § = Masnesia, and other coverings, are the only 


ones we make use of, and we shall be glad to send reports of same upon application. 


ROBERT A. KEASBEY, #7008 5300," 





THE CUTLER PATENT MAILING SYSTEM, 
or U. S. MAIL CHUTE. 


PROVIDES the only method of mailing letters ir. any story 
of office buildings, hotels and apartment houses. 


Installed in co-operation with the Postal authorities, in styles to suit the 
surroundings and at prices varying with the requirements. For an example 
of the finest special work we refer to that in the Astoria Hotel, New York. 
Estimates of cost, etc., promptly sent, on request, by the Sole Makers, 


THE CUTLER MFG. COMPANY, CUTLER BUILDING, 
ROCHESTER, N. Y. 


USED IN 100 CITIES, IN ABOUT 1200 BLDGS. USED IN MORE THAN 150 NEW YORK BLOGS. 
PATENTED AND AUTHORIZED. 








MEL ili, Established 1861. 
oa OAKLEY & KEATING 


40 Cortlandt Street, New York City. 
LAUNDRY MACHINERY. WORK « SPECIALTY. 


Architec‘s. 






St. Joseph’s Seminary, Dunwoodie, N. Y. Schickel & Ditmars. 

Seton Hospital, New York City. Schickel & Ditmars. 

Metropolitan Club, New York City. McKim, Mead & White. 

¢ Plaza Hotel, New York City. McKim, Mead & White. 

The Dakota, New York City. Henry J. Hardenbergh. 

Delmonico’s, Beaver St., New York City. James Brown Lord. 

N. Y. Catholic Protectory, Westchester, N. Y. Wm. H. Hume & Son. 

Hotel Normandie, New York City. Wm. H. Hume & Son. 

~ Montifiore Home, New York City. Buchman & Deisler. 

: 2 Halcyon Hall, Millbrook, N. Y. James E. Ware. 

Sas 2 ad Bey Inst. of Mercy, Tarrytown, N. Y. Geo. H. Streeton. 
= — - “ag St. Benedict’s Home, Rye, N. Y. Little & O’Connor. 


Hebrew Sheltering Guardian Society. John H. Duncan 
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is most Go 





nearly 
approached 
by 


Acetylene 
Gias 


in 
both 


Cost 


and 


Daylight at Night 












Generators are 
suitable for 
lighting buildings 
of any description 
anywhere 


Any Capacity, 
from $15 up. 


Splendid Opportunity for Live Agents Everywhere 


Write for Information and 
Mention ARCHITECTURAL RECORD 


* 


J.B. COLT & CO., Dept. I 


3 to 7 West 29th St., New York. 


























flrt Leather Work 


Of Spanish, Flemish, Moresque 
and Early Italian Origin.*+.%.%.% 
Manufacturers of Solid Leather 
Screens and Wall Hangings.*.% 
Established 1871 .%.%.%.s0.s.s%.s0 9% 








Charles R. Yandell & Co. 


$40 Fifth Avenue, 
New York. 





ESTABLISHED I850. 


“THATCHER” 


On Furnaces, 
Steam and Hot Water 
Heaters or Ranges, 


IS EVIDENCE OF..... 
..- SUPERIOR MERIT. 


EXTENSIVELY BY 
THE TRADE. 


USED 
ARCHITECTS AND 


SEND FOR CATALOGUE. 


Thatcher Furnace Company, 


240 Water Street, New York. 





Every Architect 


should possess a collection of Archi- 


tectural Photographs. Begin with the } 
Great French National Monuments 
Three thousand subjects Io x 14 
inches; 60 cents each, for 50 cents ! 
each by the dozen A small order ‘ 


from time to time is suggested. 


THE ARCHITECTURAL RECORD, 


14-16 Vesey St., New York. 


UNITED STATES AGENTS. 
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Drawings 


Made 
With 


HIGGINS’ «es 
AMERICAN®= 
DRAWING INKS 


(Blacks and Colors) 
Have an excellence peculiarly their own. 
The best results are only produced by the 
best methods and means- the best results 


in Drafting, both mechanical and artistic, 
can only be attained by using the best 
Drawing Inks— 
HIGGINS’ DRAWING INKS. 
(Send for color card showing actual inks ) 





At Dealers in Artists’ Materials and 
Stationery. 

Bottles prepaid by mail, 35 cents each, « 
irculars free from 


Chas. M. Higgins & Co., Mfrs. 
168 Bighth St., Brooklyn, N. Y.,U. S.A. 


London Office, 106 Charing Cross Road. 
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STANLEY’S 


Ball Bearing, 
ee 


BUTTS 


Cannot 
Wear 
Down. 


Require 
No 
Oiling. 








Artistic booklet on application. 


THE STANLEY WORKS. 


New Britain, Conn. 
79 Chambers St., New York. 
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| Hinets 


The Brown 


Seamless 


Drawn 
Copper 
Range 


Boiler 


Guarantee Working 
Pressure, 


NO RIVETS, 


Regular Boiler, - rsolbs. 
Extra-Heavy Boiler, 200 Ibs. 





& A PRACTICALLY 
K UNBREAKABLE” 


KS 
Nene THE WORLD'S FAIR AWARD. 


MADE OF WROUGHT STEEL, 





For SALE BY DEALERS IN 









"3 BRONZE OR BRASS -ALL FINISHES. 


(e ——— HARDWARE. | | 


Will Not Collapse. 


Thoroughly and Heavily 
Tinned on the Inside. 


»* 


MANUFACTURED BY 


RANDOLPH & CLOWES, 


WATERBURY, 
CONN. 


a 





Descriptive Booklet Seat 
Free. Send for it. 





NO LEAK. 
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VENDOME 


Francis | 


RUSSELL & ERWIN MANUFACTURING 
COMPANY. 


BUILDERS anpb orneR HARDWARE. 


New Britain, Connecticut. 
New York, 43, 45, 47 Chambers Street. 
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TRENTON, N. J. 
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STRUCTURAL IRON AND STEEL. 
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COOPER, HEWITT & CO. 


17 BURLING SLIP, NEW YORK. 
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